
Accent Millwork Standard LED Specs p. 1/4 

Product specifications and dimensions are subject to change without notice 

All rights reserved. © 2024 Lightheaded Lighting Ltd. Rev 2024.05.29 
info@lightheadedlighting.com P. 604.464.5644 T. 1.800.464.9544

1W MILLWORK PUCK LIGHT

4W MILLWORK PUCK LIGHT

3W MILLWORK PUCK LIGHT

ACCENTS & MILLWORK
2" | Standard LED
Our slim profile Millwork Puck Light measures just over 
1/2" in depth; recessed flush into spaces as small as 
5/8" standard millwork. These low-voltage lights can be 
energized in multiple combinations per driver. Highlighting 
small art pieces, or memorabilia with virtually no IR or UV 
damage from the beam. If you’re looking for a beautiful, 
affordable puck light that will practically disappear into 
your millwork, you’ve scored!
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FEATURES

•	 Utilizes low watt LED
•	 Ø 2 1/8" [54mm] Aperture (1W & 4W fixtures)
•	 Ø 2 1/4" [58mm] Aperture (3W fixture)
•	 Machined aluminum
•	 Cast aluminum (3W fixture)
•	 Frosted glass cover standard (1W & 4W fixtures)
•	 Push fit installation for recessed fixture
•	 6ft [2m] lead standard
•	 3m & 6m optional leads sold separately (3W fixture)
•	 Powered by a remote 350mA constant current driver, 

sold separately (1W & 4W fixtures)
•	 Powered by a dimmable remote 24V DC constant voltage 

power supply, sold separately (3W fixture)

FLANGE & REFLECTOR FINISHES

 
White

 
Black

 
Bronze

 
Matte  
Nickel

 
Matte  
Silver

COLOR TEMPERATURES

 
2700K

 
3000K

 
4000K

BEAM SPREADS

 
105°

 

PERFORMANCE SUMMARY (1W & 4W)

L70 Estimate (h) 50,000

Series —

Color Rendering (CRI) 80

Source Lumens 80

LED Wattage 1

PERFORMANCE SUMMARY (3W)

L70 Estimate (h) 50,000

Series  —

Color Rendering (CRI) 90

Source Lumens 190
LED Wattage 3
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ACCENTS & MILLWORK
2" | Standard LED | Order Form  
Order Code Example: 511–050–01–27–EYELID–D10W–DIM–120

PRODUCT CODE NOTES:
1. Luminaire is compliant with California Title 24 when 2 to 6 units are used per 
driver.
2. 05 Matte Silver & 06 Bronze Finishes  are not available with 535 3W Millwork 
Puck Light. 

3. EYELID & SNOOT are only available in 01 White & 04 Black finishes.
4. 3M and 6M leads replace standard 2M lead when selected with 535 3W 
Millwork Puck Light. 
5.  California Title 24 JA8

SELECT A TRIM

[1] TRIM

 511 1W Millwork Puck Light

 515 4W Millwork Puck Light

 535 3W Millwork Puck Light  1

[2] MOUNTING
]˅ [ 511, 515 TRIMS

 050 Recessed Mount

 072 Surface Mount
]˅ [ 535 TRIM

 058 Recessed Mount

 078 Surface Mount

[3] FLANGE FINISH
]˅ [ ALL TRIMS

 01 White

 04 Black

 11 Matte Nickel
]˅ [ 511, 515 TRIMS

 05 Matte Silver 2

 06 Bronze 2

[4] COLOR TEMPERATURE
]˅ [ ALL TRIMS

 27 2700K

 30 3000K
]˅ [ 511 TRIM

 40 4000K

[5] OPTIONS
]˅ [ 511, 515, 535 TRIMS

 EYELID Optional Integral Eyelid 3

 SNOOT Optional Integral Snoot 3

]˅ [ 535 TRIM

 3M 3M [9.84 ft] Lead 4

 6M 6M [19.68 ft] Lead 4

SELECT A DRIVER

[6] DRIVER
]˅ [ 511, 515 TRIMS

 D1CH-DIM 1 Channel Driver

 D2CH-DIM 2 Channel Driver

 D4CH-DIM 4 Channel Driver

 D10W-DIM 10W ELV Driver

 D15W-DIM 15W ELV Driver
]˅ [ 535 TRIM

 D20W-24V 20W LED Driver

 LED20W-24V 20W LED Driver

[7] VOLTAGE
]˅ [ ALL DRIVERS

 120 120V
]˅ [ D1CH, D2CH, D4CH DRIVERS

 277 277V



Accent Millwork Standard LED Specs p. 3/4 

Product specifications and dimensions are subject to change without notice 

All rights reserved. © 2024 Lightheaded Lighting Ltd. Rev 2024.05.29 
info@lightheadedlighting.com P. 604.464.5644 T. 1.800.464.9544

CEILING CUTOUTS

1W & 4W MILLWORK PUCK LIGHT

 Ø 2 1/8" [54mm]

3W MILLWORK PUCK LIGHT

 Ø 2 1/4" [58mm]

 

1W & 4W MILLWORK PUCK LIGHT DIMENSIONS

DIMENSIONS—RECESSED MOUNT

9/16" [14mm]

Ø 2 1/2" [64mm]

DIMENSIONS—OPTIONAL SNOOT

5/8" [16mm]

DIMENSIONS—SURFACE MOUNT

3/4" [19mm]

Ø 2 1/2" [64mm]

DIMENSIONS—OPTIONAL EYELID

1/2" [13mm]

3W MILLWORK PUCK LIGHT DIMENSIONS 

DIMENSIONS—RECESSED MOUNT

9/16" [14mm]

Ø 2 1/4" [58mm]

Ø 2 5/8" [67mm]

DIMENSIONS—OPTIONAL SNOOT

5/8" [16mm]

DIMENSIONS—SURFACE MOUNT

3/4" [19mm]

Ø 2 5/8" [67mm]

DIMENSIONS—OPTIONAL EYELID

1/2" [13mm]
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COMPATIBLE DRIVERS (1W, 4W)

ELECTRONIC LOW VOLTAGE (ELV) 
SMOOTH, FLICKER-FREE DIMMING FROM 100% TO 20%. 
D10W-DIM 
Channels: 1 Voltage: 120 
Min. Load Units: 2 (1W), 1 (4W) 
Max. Load Units: 9 (1W), 3 (4W)	

D15W-DIM 
Channels: 1 Voltage: 120 
Min. Load Units: 9 (1W), 3 (4W) 
Max. Load Units: 13 (1W), 4 (4W)	  

0–10V DIMMING 
SMOOTH, FLICKER-FREE DIMMING FROM 100% TO 10%.

D1CH-DIM 
Channels: 1 Voltage: 120/277 
Min. Load Units: 5 (1W), 2 (4W) 
Max. Load Units: 11 (1W), 4 (4W)	

D2CH-DIM 
Channels: 2 Voltage: 120/277 
Min. Load Units: 1 (1W), 1 (4W) 
Max. Load Units: 16/Ch (1W), 5/CH (4W)	

D4CH-DIM 
Channels: 4 Voltage: 120/277 
Min. Load Units: 2 (1W), 1 (4W) 
Max. Load Units: 16/Ch (1W), 5/CH (4W)	

COMPATIBLE DRIVERS (3W)

PHASE DIMMING 
SMOOTH, FLICKER-FREE DIMMING FROM 100% TO 10%.

LED20W-24V 
Channels: 1 Voltage: 120 
Min. Load Units: 1 (3W) 
Max. Load Units: 6 (3W)	

D20W-24V 
Channels: 1 Voltage: 120 
Min. Load Units: 1 (3W) 
Max. Load Units: 6 (3W)	

DRIVER DIMENSIONS

D10W-DIM & D1CH-DIM

2 5/8"  
[67mm]

Ø 6 5/8" [168mm]

1 3/4" 
[45mm]

2 5/8" [67mm]

D2CH-DIM & D4CH-DIM

3" 
[77mm]

5" [127mm]

4 3/8" [112mm]

5" [127mm]

9 3/4" [248mm]

10 3/8" [264mm]
11" [280mm]

D20W-24V

8.21" [209mm]

2.46" [63mm]

1.338" [34mm]

1.45" [37mm]

15W ELV DRIVER 

1 5/8" 
[42mm]

3 1/2" [88mm]

3 1/2" 
[88mm]

5 1/8" [130mm]

LED20W-24V

5.7" [145mm]

2.165" [55mm]

0.736" [19mm]
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