CAMBER-TAPER

4" | Health LED

Our Camber+Taper™ luminaires feature beveled die-cast trims and regressed glass
lenses for a sleek, modern, low profile look. Camber and Taper are ideal for hospitality,
retail, mixed-use residential and office towers. The BIOS® SkyBlue Dynamic Spectrum
lighting provides full daytime circadian stimulus, communicating directly with human

circadian biology.

TAPER FIXED CAMBER FIXED
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CAMBER + TAPER
4" | Health LED

RATINGS

@ bios

Damp BIOS® SkyBlue
Location Dynamic Spectrum

TRIM FEATURES

e @ 3.375" [86mm] Round Trim Aperture

e 3.125" [79mm] Square Trim Aperture

* Die-cast aluminum trim

*« Two piece and single piece trims are available
« Trim clips designed for 5/8" ceiling thickness
* Anodized black heat sink and media holder

* Media holder accepts up to 2 media

* Clear media standard

« Diffusion media standard with warm dimming

HOUSING FEATURES

« Non-Insulated ceilings rated to a max ambient
temperature of 45°C (113°F)

¢ Insulated housings rated to a max ambient temperature
of 40°C (104°F)

« Airtight in accordance with ASTM E283

* Bi-directional mounting

e 14"-25" adjustable hanger bars

¢ 18 Ga. galvanized steel junction box with multiple KO

e 20 Ga. black powder coated steel baseplate

¢ 0.5" [13mm] - 1.25" [32mm] trimless ceiling thickness.
Consult factory for varying ceilings

« Dimming from High M/P LED Spectrum @ 3500K to Low
M/P LED Spectrum @ 3000K

FLANGE & REFLECTOR FINISHES

900

White Black Bronze Matte Matte
Nickel Silver
COLOR TEMPERATURES
3500K
BEAM SPREADS
20° 28° 40°
PERFORMANCE SUMMARY
Color Accuracy (SDCM) <3
Color Rendering (CRI) 83
Lumen Series 3
Source Lumens 1000
LED Wattage 12
Lumen Series 5
Source Lumens 1800
LED Wattage 17
Lumen Series 7
Source Lumens 2300
LED Wattage 24

DYNAMIC SPECTRAL POWER DISTRIBUTION

Peak Melanopsin
Sensitivity

Blue Spectrum

Peak Emission
at490nm

Q@

BIOS High M/P
LED Spectrum
(3500K)
o5 -
Low M/P
LED Spectrum
(3000K)

Relative Power (AU)

380 430 480 530 580 630 680 730 780
Wavelength (nm)
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CAMBER + TAPER
4" | Health LED | Order Form

Order Code Example: 2-124-T-01-04-BDY20-35-8310-D4BDY-F-R-T-3-LE-120

PRODUCT NOTES:

1. CC custom color requires consultation with Lightheaded sales personnel. 5. S dimming is only available in 120V.
2. Flange and reflector are a single piece and painted one color. 6. 347V dimming is only available in P dimming.

3. IC1A Housings are only available with 3 Series.

7. Option is not compatible with TLW-XX wood trimless ceiling.

4.7 Series trims are suitable for a maximum of 40°C ceiling plenums.

SELECT A TRIM

[11 TRIM
[] 2-124 Taper Fixed
[] 2-524 Camber Fixed

[2] FLANGE TYPE
[17 Trimmed

[3]1 FLANGE FINISH
[ o1 white

[ 04 Black

|:| 05 Matte Silver
|:| 06 Bronze

[1 11 Matte Nickel
[] cc custom Color!

[4] REFLECTOR FINISH

|:| 00 Single piece flange & reflector?
[ o1 white

[ 04 Black

|:| 05 Matte Silver

|:| 06 Bronze

[1 11 Matte Nickel

[ ] cc custom Color’

[5] MODULE & BEAM SPREAD

D BDY20 20° Beam, BIOS-DY
D BDY28 28° Beam, BIOS-DY
D BDY40 40° Beam, BIOS-DY

[6] COLOR TEMPERATURE
[]135 3500K

[7] LUMENS SERIES
[] 8310 83 CRI,1000Im, 35
[] 8318 83 CRI,1800Im, 553
[] 8323 83 CRI, 2300Im, 75 3¢

[8] OPTIONAL MEDIA (2 MAX.) [15] VOLTAGE
[] Blankl No Media [1120 120Vs
[] EL Elongating [] 277 277v
[] FRO Frosted [] 347 347vs

[] HC Honeycomb

[] PER Perimeter Frosted
[]sL softening

[ ] sPDL Spread

[16] HOUSING OPTIONS

|:| [Blank] No Options

|:| RCF Round Aperture Collar?
|:| SCF Square Aperture Collar”
[9] TRIM OPTIONS

|:| [Blank] No Options

|:| EXT Extensions Clips (Max. 2")

SELECT A HOUSING/DRIVER

[10] HOUSING/CEILING
[] p4BDY-F Non-Insulated
[ ] D4BDY-ICIA Insulated Airtight #1

[11] TRIM SHAPE
[1R Round
[1s square

[12] FLANGE TYPE
[]T Trimmed

[13] LUMENS SERIES

|:| 3 1000 Lumens Max
|:| 5 1500 Lumens Max *
[17 2000 Lumens Max?

[14] DIMMING
[] D DALI (%)

|:| LH Lutron Hi-lume EcoSystem
Soft-on Fade-to-Black (1%)

[] P 0-10V Dimming (1%)©

[] P1 eldoLED Dimming (1%)
[]s Phase Dimming (5%) 5
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TRIM DIMENSIONS

TAPER FIXED CAMBER FIXED

3.87" [98mm]

3.87" [98mm]
@ 3.38" [86mm] 313" [79mm]
@ 5" [127mm] 4.63" [MN7mm]
NON-INSULATED TRIMMED HOUSING DIMENSIONS
ROUND (3, S SERIES) ROUND (7 SERIES)

33/8" [86mm] . 61/2" [166mm]

7 3/4" [197mm] 10 7/8" [277mm]

i
101/2" [267mm]

13 3/4" [350mm]

41/2" [115mm]
Collar

41/2" [115mm)]
Collar

SQUARE (7 SERIES)
SQUARE (3, 5 SERIES) 6 5/8" [169mm]

33/8" [86mm]
-

10 7/8" [277mm]

7 3/4" [197mm]

10 1/2" [267mm] 13 3/4" [350mm]

41/2" [115mm]

41/2" 15
Collar /2" [15mm]

Collar

INSULATED TYPE 1 TRIMMED HOUSING DIMENSIONS

ROUND (3 SERIES) SQUARE (3, SERIES)
10 1/2" [267mm]

L [ 1 I

=N =
@ T 1 8V2r[216mm] ' I!i <l 8127 [216mm]

221/2" [572mm]

10 1/2" [267mm]

221/2" [572mm]

o g 1 57/8"[150mm] T . 57/8" [150mm]
Collar B =

Collar
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