
Subject to change without notice • REV 2016.11.04

 BRO NON-I/C HOUSING
 D4B-FVR-R-T SERIES

Mark approximate fixture 
location in ceiling

Line up bottom edge of 
hanging bars with bottom of 
wood joist and hammer in 
tabs. Nail or screw hanging 
bars into place

To hold housing in place, 
bend the corners of the 
housing base plate with 
pliers into hanging bar

Remove knock out and 
make appropriate electrical 
connection. See Dimming 
Instruction Diagram

Cut open using trim collar 
hole as your guide

Choose direction hanging 
bars are to be inserted. 
Slide hanging bars onto 
housing base plate

Connector hangs through 
hole until completion. Mate 
connectors, and then lock 
with RED assurance pin.

This product must be installed in accordance with the 
applicable code by a person familiar with the construction 
and operation of the product and the hazards involved. Read 
all of these instructions before installing.

WARNING: Rated for non-insulated ceilings only (non IC rated)
WARNING: Disconnect power prior to servicing or installing.

3a — Position trim hole to 
desired location by sliding 
housing 
3b — Use centering holes on 
either side of housing base 
plate to line up a row of 
fixtures
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Internal wiring within Housing 
(cannot be changed)

Junction box Wiring

WARNING:
ENSURE FIXTURE IS SWITCHED OFF BEFORE CONNECTING LED PRODUCT.

FAILURE TO DO SO WILL CAUSE IMMEDIATE LED FAILURE

 

CONNECT TO
120VAC OR 277VAC,

50/60Hz INPUT
HOT

(BLACK)

NEUTRAL
(WHITE)

0-10V DIM-
(GREY/WHITE)

0-10V DIM+
(PURPLE)

LED DRIVER
0-10V DIMMING

LED-
(BLACK)

LED+
(RED)

MATING 
CONNECTORS 

FOR LED

LED+
(RED)

LED-
(BLACK)

BRO LED
MODULE

BRO 0-10V DIMMING INSTRUCTION
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LED-
(BLACK)

LED+
(RED)

MATING 
CONNECTORS 

FOR LED

LED+
(RED)

LED-
(BLACK)

BRO LED
MODULE

BRO ELV DIMMING INSTRUCTION

Internal wiring within Housing 
(cannot be changed)

Junction box Wiring

WARNING:
ENSURE FIXTURE IS SWITCHED OFF BEFORE CONNECTING LED PRODUCT.

FAILURE TO DO SO WILL CAUSE IMMEDIATE LED FAILURE

 

CONNECT TO 120VAC
50/60Hz INPUT
ELECTRONIC

LOW VOLTAGE DIMMER
(ELV) OPTIONAL

HOT
(BLACK)

NEUTRAL
(WHITE)

LED
DRIVER

ELV
DIMMING
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LED-
(BLACK)

LED+
(RED)

MATING 
CONNECTORS 

FOR LED

LED+
(RED)

LED-
(BLACK)

BRO LED
MODULE

LE  LUTRON PHASE DIMMING INSTRUCTION

Internal wiring within Housing 
(cannot be changed)

Junction box Wiring

WARNING:
ENSURE FIXTURE IS SWITCHED OFF BEFORE CONNECTING LED PRODUCT.

FAILURE TO DO SO WILL CAUSE IMMEDIATE LED FAILURE

 

CONNECT TO
120VAC 60Hz INPUT

HOT
(BLACK)

NEUTRAL
(WHITE)

LED DRIVER
LUTRON PHASE

DIMMING
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LED-
(BLACK)

LED+
(RED)

MATING 
CONNECTORS 

FOR LED

LED+
(RED)

LED-
(BLACK)

BRO LED
MODULE

LH LUTRON ECOSYSTEM DIMMING INSTRUCTION

Internal wiring within Housing 
(cannot be changed)

Junction box Wiring

WARNING:
ENSURE FIXTURE IS SWITCHED OFF BEFORE CONNECTING LED PRODUCT.

FAILURE TO DO SO WILL CAUSE IMMEDIATE LED FAILURE

 

CONNECT TO
120VAC OR 277VAC,

50/60Hz INPUT

HOT
(BLACK)

NEUTRAL
(WHITE)

LUTRON
ECOSYSTEM DIMMING

LINES (PURPLE)

LED DRIVER
LUTRON DIMMING
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LED-
(BLACK)

LED+
(RED)

MATING 
CONNECTORS 

FOR LED

LED+
(RED)

LED-
(BLACK)

BRO LED
MODULE

D BRO DALI DIMMING INSTRUCTION

Internal wiring within Housing 
(cannot be changed)

Junction box Wiring

WARNING:
ENSURE FIXTURE IS SWITCHED OFF BEFORE CONNECTING LED PRODUCT.

FAILURE TO DO SO WILL CAUSE IMMEDIATE LED FAILURE

 

CONNECT TO
120VAC OR 277VAC,

50/60Hz INPUT
HOT

(BLACK)

NEUTRAL
(WHITE)

DALI DIM
(PURPLE)

LED DRIVER
DALI DIMMING

DALI DIMMING
CONTROL WIRES
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 XTM NON-I/C HOUSING
 D4X-FVR-R-T SERIES

Mark approximate fixture 
location in ceiling

Line up bottom edge of 
hanging bars with bottom of 
wood joist and hammer in 
tabs. Nail or screw hanging 
bars into place

To hold housing in place, 
bend the corners of the 
housing base plate with 
pliers into hanging bar

Remove knock out and 
make appropriate electrical 
connection. See Dimming 
Instruction Diagram

Cut open using trim collar 
hole as your guide

Choose direction hanging 
bars are to be inserted. 
Slide hanging bars onto 
housing base plate

Connector hangs through 
hole until completion. Mate 
connectors, and then lock 
with RED assurance pin.

This product must be installed in accordance with the 
applicable code by a person familiar with the construction 
and operation of the product and the hazards involved. Read 
all of these instructions before installing.

WARNING: Rated for non-insulated ceilings only (non IC rated)
WARNING: Disconnect power prior to servicing or installing.

3a — Position trim hole to 
desired location by sliding 
housing 
3b — Use centering holes on 
either side of housing base 
plate to line up a row of 
fixtures
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Internal wiring within Housing 
(cannot be changed)

Junction box Wiring

WARNING:
ENSURE FIXTURE IS SWITCHED OFF BEFORE CONNECTING LED PRODUCT.

FAILURE TO DO SO WILL CAUSE IMMEDIATE LED FAILURE

 

CONNECT TO
120VAC OR 277VAC,

50/60Hz INPUT
HOT

(BLACK)

NEUTRAL
(WHITE)

0-10V DIM-
(GREY/WHITE)

0-10V DIM+
(PURPLE)

LED DRIVER
0-10V DIMMING

LED-
(BLACK)

LED+
(RED)

MATING 
CONNECTORS 

FOR LED

3P / 5P / 7P / 9P XTM 0-10V DIMMING INSTRUCTION

LED+
(RED)

LED-
(BLACK)

XTM LED
MODULE
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LED-
(BLACK)

LED+
(RED)

MATING 
CONNECTORS 

FOR LED

XTM PHASE DIMMING INSTRUCTION

Internal wiring within Housing 
(cannot be changed)

Junction box Wiring

WARNING:
ENSURE FIXTURE IS SWITCHED OFF BEFORE CONNECTING LED PRODUCT.

FAILURE TO DO SO WILL CAUSE IMMEDIATE LED FAILURE

 

CONNECT TO 120VAC
 OR 277VAC 50/60Hz
INPUT ELECTRONIC

LOW VOLTAGE DIMMER
(ELV) OPTIONAL

HOT
(BLACK)

NEUTRAL
(WHITE)

LED
DRIVER

ELV
DIMMING

LED+
(RED)

LED-
(BLACK)

XTM LED
MODULE
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LED-
(BLACK)

LED+
(RED)

MATING 
CONNECTORS 

FOR LED

 LUTRON PHASE DIMMING INSTRUCTION

Internal wiring within Housing 
(cannot be changed)

Junction box Wiring

WARNING:
ENSURE FIXTURE IS SWITCHED OFF BEFORE CONNECTING LED PRODUCT.

FAILURE TO DO SO WILL CAUSE IMMEDIATE LED FAILURE

 

CONNECT TO
120VAC 60Hz INPUT

HOT
(BLACK)

NEUTRAL
(WHITE)

LED DRIVER
LUTRON PHASE

DIMMING

LED+
(RED)

LED-
(BLACK)

XTM LED
MODULE
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LED-
(BLACK)

LED+
(RED)

MATING 
CONNECTORS 

FOR LED

LH LUTRON ECOSYSTEM DIMMING INSTRUCTION

Internal wiring within Housing 
(cannot be changed)

Junction box Wiring

WARNING:
ENSURE FIXTURE IS SWITCHED OFF BEFORE CONNECTING LED PRODUCT.

FAILURE TO DO SO WILL CAUSE IMMEDIATE LED FAILURE

 

CONNECT TO
120VAC OR 277VAC,

50/60Hz INPUT

HOT
(BLACK)

NEUTRAL
(WHITE)

LUTRON
ECOSYSTEM DIMMING

LINES (PURPLE)

LED DRIVER
LUTRON DIMMING

LED+
(RED)

LED-
(BLACK)

XTM LED
MODULE



Subject to change without notice • REV 2016.04.06

LED-
(BLACK)

LED+
(RED)

MATING 
CONNECTORS 

FOR LED

D XTM DALI DIMMING INSTRUCTION

Internal wiring within Housing 
(cannot be changed)

Junction box Wiring

WARNING:
ENSURE FIXTURE IS SWITCHED OFF BEFORE CONNECTING LED PRODUCT.

FAILURE TO DO SO WILL CAUSE IMMEDIATE LED FAILURE

 

CONNECT TO
120VAC OR 277VAC,

50/60Hz INPUT
HOT

(BLACK)

NEUTRAL
(WHITE)

DALI DIM
(PURPLE)

LED DRIVER
DALI DIMMING

DALI DIMMING
CONTROL WIRES

LED+
(RED)

LED-
(BLACK)

XTM LED
MODULE
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