
HIGH & MIGHTY - BASEPLATE
INSTALLATION INSTRUCTION 

This product must be installed in accordance with the 
applicable code by a person familiar with the construction 
and operation of the product and the hazards involved. 
Read all of these instructions before installing.

WARNING: Rated for non-insulated ceilings only (non IC rated)
WARNING: Disconnect power prior to servicing or installing.

Mark approximate fixture 
location in ceiling.

Cut open using hole as your 
guide. Hole should be 
7.125" in diameter.

6 7

For wood joists bend end 
tabs 90 degrees, screw into 
place.

4a - Position base plate to 
desired location by sliding 
left/ right or Up/Down.
4b - To line up a row of 
fixtures, use centering holes 
on either side of base plate.

4a

4b

Adjust base plate up or 
down to desired position, 
secure in place by tightening 
wing nuts.

Choose direction hanging 
bars are to be inserted. 
Slide hanging bars onto 
Base.

1

5

2

For T-Bar ceilings bend end 
tabs 90 degrees to secure 
into place.

3

Install Guide
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NOTE: 
Baseplate required
for fixture installation.
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Install Guide

CEILING CUTOUT 

DIMENSIONS

7.125" [180 mm]Driver

Baseplate

Ceiling (by Others)

Light Engine

Round Trim 

INSTALLATION INSTRUCTION

HIGH & MIGHTY - ROUND ADJUSTABLE

NOTE: 
Baseplate required
for fixture installation.
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STEP 6

Set up the proper mounting flag position 

STEP 6 - A

Ceiling thickness:  

0" to 0.5" 

Flag Position:  

Screw:  

down 

#6-32 3/4" by others  

STEP 6 - B

Ceiling thickness:  

0.5" to 0.75" 

As shipped  

STEP 6 - C

Ceiling thickness:  

0.75" to 1" 

Flag Position:  

Screw:  

up 

#6-32 3/4" by others  

STEP 6 - D

Ceiling thickness:  

1" to 1.35" 

Flag Position:  

Screw:  

up 

not required 
based on the ceiling thickness. 

Install Guide

STEP 2

STEP 4STEP 3

Pull electrical wire through the

ceiling cutout. For hole cutout, refer to 

Push driver through ceiling opening.   Connect driver leads to supply voltage.

Ensure the correct voltage is selected.

Refer to “Wiring Instructions”.

“Housing Install”. 

This product must be installed in  
accordance with the applicable code 
by a person familiar with the 

Read all of these instructions before

 

WARNING: Disconnect power prior to 

STEP 1

TURN OFF POWER before connecting

any wire, leads or connectors. 

STEP 5

Place driver on far side of divider.

construction and operation of the
product and the hazards involved

installing.

servicing or installing.

INSTALLATION INSTRUCTION

divider

Fixed light mounted same way. 

HIGH & MIGHTY - ROUND ADJUSTABLE

High & Mighty • Subject to change without notice • REV 2026.06.08
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STEP 9

Three mounting flags secure fixture 

to the ceiling. DO NOT OVERTIGHTEN.

STEP 10

Fasten fixture to the ceiling by 

tightening three screws provided.

STEP 11 

INSTALLATION INSTRUCTION

Install Guide

TURN OFF POWER. Connect the mating

connectors on the light engine to driver.

Fit light engine through hole in the 

ceiling.

STEP 7 STEP 8

Align fixture using gunsight notches.   

Trim shown in image on bottom left

Failure to do so will cause LED Failure.

Remove dust cover by pulling the green tab. 

Clean inside lip of the trim collar of any

STEP 12

Using a flathead or philips driver,

unlock with a 1/4 turn counter clockwise. 

STEP 13

excess drywall mud.

Rotate light engine to desired angle. 

(max rotation = 361°). Adjustable light only 

for reference. Adjustable light only.

STEP 14-continued 

Use inside degree markers to tilt to specific 

angle. 

Adjustable light only.

HIGH & MIGHTY - ROUND ADJUSTABLE

STEP 14

Using flathead or philips driver, PUSH UP

and turn counter-clockwise to tilt. Maintain     

Adjustable light only.

pushing up while adjusting. 

High & Mighty • Subject to change without notice • REV 2026.06.08
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Snap trim in place. Magnets will hold the

trim to the light fixture.

STEP 21

To remove media, gently pull tab outward and  

pull down until media holder releases from reflector.

STEP 22

To install, push media holder onto reflector. 

Primary

Media

Media

Install Guide

Reflector

Holder

INSTALLATION INSTRUCTION

Attach safety cable to trim.

STEP 20

HIGH & MIGHTY - ROUND ADJUSTABLE

High & Mighty • Subject to change without notice • REV 2026.06.08
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Install Guide

CEILING CUTOUT 

DIMENSIONS

7.125" [180 mm]Driver

Baseplate

Ceiling (by Others)

Light Engine

Round Trim 

High & Mighty • Subject to change without notice • REV 2026.06.08

NOTE: 
Baseplate required
for fixture installation.

INSTALLATION INSTRUCTION
HIGH & MIGHTY - ROUND FIXED
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STEP 6

Set up the proper mounting flag position 

STEP 6 - A

Ceiling thickness:  

0" to 0.5" 

Flag Position:  

Screw:  

down 

#6-32 3/4" by others  

STEP 6 - B

Ceiling thickness:  

0.5" to 0.75" 

As shipped  

STEP 6 - C

Ceiling thickness:  

0.75" to 1" 

Flag Position:  

Screw:  

up 

#6-32 3/4" by others  

STEP 6 - D

Ceiling thickness:  

1" to 1.35" 

Flag Position:  

Screw:  

up 

not required 
based on the ceiling thickness. 

Install Guide

STEP 2

STEP 4STEP 3

Pull electrical wire and chain through the

ceiling cutout. For hole cutout, refer to 

Push driver through ceiling opening.   Connect driver leads to supply voltage.

Ensure the correct voltage is selected.

Refer to “Wiring Instructions”.

“Housing Install”. 

This product must be installed in  
accordance with the applicable code 
by a person familiar with the 

Read all of these instructions before

 

WARNING: Disconnect power prior to 

STEP 1

TURN OFF POWER before connecting

any wire, leads or connectors. 

STEP 5

Place driver on far side of divider.

Make sure chain goes over top of

driver, and connector is accessible. 

construction and operation of the
product and the hazards involved

installing.

servicing or installing.

INSTALLATION INSTRUCTION
HIGH & MIGHTY - ROUND FIXED

High & Mighty • Subject to change without notice • REV 2026.06.08
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Three mounting flags secure light engine 

to the ceiling. DO NOT OVERTIGHTEN.

STEP 10

Fasten light engine to the ceiling by 

tightening three screws provided.

STEP 11 

Install Guide

TURN OFF POWER. Connect the mating

connectors on the light engine to driver.

Fit light engine through hole in the 

ceiling.

STEP 8 STEP 9

Failure to do so will cause LED Failure.

Three mounting flags secure light engine 

to the ceiling. DO NOT OVERTIGHTEN.

STEP 1

Fasten light engine to the ceiling by 

tightening three screws provided.

Install Guide

TURN OFF POWER. Connect the mating

connectors on the light engine to driver.

Fit light engine through hole in the 

ceiling.

STEP STEP 

Failure to do so will cause LED Failure.

INSTALLATION INSTRUCTION
HIGH & MIGHTY - ROUND FIXED

Snap trim in place. Magnets will hold the

trim to the light fixture. 

STEP 13

To remove media, gently pull tab outward and  

pull down until media holder releases from reflector.

STEP 14

To install, push media holder onto reflector. 

Primary

Media

Media

Reflector

Holder

Attach safety cable to trim.

STEP 12

(Adjustable trim shown)

(Adjustable trim shown)

High & Mighty • Subject to change without notice • REV 2026.06.08



info@lightheadedlighting.com  .  www.lightheadedlighting.com

P. T. F. 604.464.5644   1.800.464.9544   604.464.0888

WARNING

TURN OFF POWER  before connecting LED 

product. Failure to do so will cause IMMEDIATE 

LED FAILURE .

This product must be installed in accordance 

with the applicable code by a person familiar 

with the construction and operation of the 

product and the hazards involved.

LUTRON ECOSYSTEM (LH) DIMMING

LUTRON PHASE (LE) DIMMING

INTERNAL HOUSING WIRING

(Cannot be changed)

JUNCTION BOX WIRING

(Connect to 120VAC or  

277VAC, 50/60Hz Input)

Neutral (White)

Hot (Black)

Lutron EcoSystem E1 (Purple)

Lutron EcoSystem E2 (Purple)

Ground

LED  

Module
Driver

LED- (Black)

LED+ (Red)

INTERNAL HOUSING WIRING

(Cannot be changed)

JUNCTION BOX WIRING

(Connect to 120VAC,  

60Hz Input)

Neutral (White)

Hot (Black)

Ground

LED  

Module
Driver

LED- (Black)

LED+ (Red)

Wiring Instructions

INSTALLATION INSTRUCTION
HIGH & MIGHTY - ROUND FIXED

High & Mighty • Subject to change without notice • REV 2026.06.08
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0–10V (P) & 0–10V (P1) DIMMING

PHASE (S) DIMMING

INTERNAL HOUSING WIRING

(Cannot be changed)

JUNCTION BOX WIRING

(Connect to 120VAC or  

277VAC, 50/60Hz Input)

Neutral (White)

Hot (Black)

0–10V+ Dimming (Purple)

0–10V- Dimming (Grey)

Ground

LED  

Module
Driver

LED- (Black)

LED+ (Red)

INTERNAL HOUSING WIRING

(Cannot be changed)

LED- (Black)

JUNCTION BOX WIRING

(Connect to 120VAC,  

50/60Hz Input)

Neutral (White)

Hot (Black)

Ground

LED+ (Red)

LED  

Module
Driver

WARNING

TURN OFF POWER  before connecting LED 

product. Failure to do so will cause IMMEDIATE 

LED FAILURE .

This product must be installed in accordance 

with the applicable code by a person familiar 

with the construction and operation of the 

product and the hazards involved.

Wiring Instructions

INSTALLATION INSTRUCTION
HIGH & MIGHTY - ROUND FIXED

High & Mighty • Subject to change without notice • REV 2026.06.08
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DALI (D) DIMMING 

INTERNAL HOUSING WIRING

(Cannot be changed)

JUNCTION BOX WIRING

(Connect to 120VAC or  

277VAC, 50/60Hz Input)

Neutral (White)

Hot (Black)

Dali + (Purple)

Dali - (Purple)

Ground

LED  

Module
Driver

LED- (Black)

LED+ (Red)

WARNING

TURN OFF POWER  before connecting LED 

product. Failure to do so will cause IMMEDIATE 

LED FAILURE .

This product must be installed in accordance 

with the applicable code by a person familiar 

with the construction and operation of the 

product and the hazards involved.

Wiring Instructions

INSTALLATION INSTRUCTION
HIGH & MIGHTY - ROUND FIXED

High & Mighty • Subject to change without notice • REV 2026.06.08
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