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Intertek 5 Year
Warranty

FEATURES

* (@) 6" Aperture

* 40° Vertical tilt

* 361° Rotation

* Single piece trim with optional regressed aperture
glass lens

* Media holder and clear lens standard, with optional
open trim option.

* Optional media available

* Flage style mounting feet, designed for up to 1.25"
ceiling thickness standard

* Static CCT

¢ Die cast aluminum components

* Rated for non-insulated ceiling to a maximum ambient
temperature of 40°C (104°F)
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FLANGE & REFLECTOR FINISHES

N N N R

White Black Bronze Matte Matte
Nickel Silver

COLOR TEMPERATURES

00

2700K 3000K 3500K 4000K
BEAM SPREADS
12° 24° 38° 60° 75°
PERFORMANCE SUMMARY
Color Accuracy (SDCM) <2
L70 Estimate (h) 50,000
Color Rendering (CRID) 97
Lumen Series 9732
Source Lumens 2800
Delivered Lumens 2380
LED Wattage 26
Lumen Series 9740
Source Lumens 3600
Delivered Lumens 2980
LED Wattage 34
Lumen Series 9752
Source Lumens 4500
Delivered Lumens 3820
LED Wattage 46
Lumen Series 9763
Source Lumens 5500
Delivered Lumens 4530
LED Wattage 59
Lumen Series 9774
Source Lumens 6500
Delivered Lumens 5130
LED Wattage 72

e Source lumens are based on 3000K color temperature
e Deliver lumens are based on 3000K color temperature

and 38° beam angle and clear lens

* Refer to |IES files for individual production information
e Consult factory for additional lower lumen options
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HIGHe
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6" | Premium LED | Order Form

Order Code Example: T6RF-T-01-00-OPEN-X38-27-9732-P-UNV-SL-R6P-F-R-T

PRODUCT NOTES:

1. CC custom color requires factory consultation.

2. GSL & GFRO glass lens are attached to the regressed trim aperture.
3. Consult factory for additional lower lumen options.
4. S dimming are only available in 120V. Not available in 9763 & 9774 lumen

series.

5. P10-10V dimming not available in 9740 Lumen Series.
6. PO 0-10V dimming not available in 9740 Lumen Series.

7. D Dali dimming not available in 9740 Lumen Series.

8. LH dimming are only available for 9732 & 9740 Lumen Series.

9. 347V only available with P 0-10V dimming in 9732 & 9740 Lumen Series.

10. Media holder and media are only available with OPEN lens option. Comes

standard with clear lens, optional media replaces clear lens when selected.

‘ Wet Location

11. Housing can be ordered and shipped prior to luminaire.

SELECT A TRIM

[1] TRIM
[] T6RA Round Adjustable
[] T6RF Round Fixed

[2] FLANGE TYPE
[17 Trimmed

[3]1 FLANGE FINISH
[ o1 white

[ 04 Black

|:| 05 Matte Silver
|:| 06 Bronze

[1 11 Matte Nickel

[ ] cc custom Color’

[4]) REFLECTOR FINISH
|:| 00 Single Piece Flange

[5] GLASS ?

[] OPEN No Lens
|:| GSL Softening ®
[] GFRO Frosted &

[6] MODULE & BEAM SPREAD
[] x12 12° Beam

[] x24 24° Beam

[] x38 38°Beam

[] x60 60°Beam

[ x75 75°Beam

[7] COLOR TEMPERATURE
[]27 2700k
[]30 3000K
[]35 3500K
[] 40 4000k

[8] LUMENS SERIES ®
[] 9732 97CRI, 2380Im
[] 9740 97CRI, 2980Im
[] 9752 97CRI, 3820Im
[] 9763 97CRI, 4530Im
[] 9774 97CRI, 5130Im

[9]1 DIMMING
[]s Phase Dimming (1%)*

[1p o0-10va%)

["] P1 0-10V eldoLED ECOdrive (1%)°
[] PO 0-10V eldoLED SOLOdrive
(0.1%)°©

|:| D Dali-2 eldoLED ECOdrive (1%)7
["] LH Lutron Hi-lume EcoSystem,
Soft-on Fade-to-Black (1%) 8

[10] VOLTAGE
[1120 120v
[1uNv 120-277V
[] 347 347vse

[11] OPTIONAL MEDIA (1 MAX) ™
(41 MOUNTED TO LIGHT ENGINE
[] [BLANK] Clear

[]sL softening

["] FR Frosted

[ ] sPDL Spread

SELECT A BASEPLATE/HOUSING

[12] BASEPLATE™
[] ReP 7.125" Baseplate

[13] HOUSING/CEILING
["1 F Non-Insulated

[14] TRIM SHAPE
[1R Round

[15] FLANGE TYPE
[ 7 Trimmed

High and Mighty Premium LED Specs p. 3/4

Product specifications and dimensions are subject to change without notice
All rights reserved. © 2026 Lightheaded Lighting Ltd. 1020-B1 Rev 2026.07.09
info@lightheadedlighting.com P.604.464.5644 T.1.800.464.9544

LIGHTHEADED



CEILING CUTOUTS

7N
' W0 ©7125" [180mm]

ROUND TRIM DIMENSIONS

ADJUSTABLE

2.26" [58mm]

@ 7.6" [193mm]

LIGHT ENGINE DIMENSIONS

ADJUSTABLE

7.65" [194mm]

7" [178mm]
HOUSING DIMENSIONS

16" [41mm]
] 5 4 _ |

12.5" [318mm]

f — * i
6.5" [165m]

18.5" [470mm]
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FIXED

/N

2.26" [58mm]

@ 7.6" [193mm]

FIXED

6" [154mm]

DRIVER DIMENSIONS

*MINIMUM REQUIRED PLENUM HEIGHT 7.75" [197MM]

[J

]

o } 31" [79mm]

7.4" [187mm]

3.4" [85mm]
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