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5" Wall | Standard LED
Our LED Pipe™ family of cylinders provide architects and lighting designers with 

almost limitless design possibilities. Whether you need to light a space with 
inaccessible ceilings, disappear among the pipes and ducts of an open-ceiling design, 

focus attention on a specific architectural detail or make a dramatic statement, you 
can solve almost any lighting problem with a LED Pipe™. 
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COLOR TEMPERATURES

 
2700K

 
3000K

 
3500K

 
4000K Warm Dim

PERFORMANCE SUMMARY (PER LAMP)

Color Accuracy 
(SDCM)

<3 <2

L70 Estimate (h) 50,000

Color Rendering (CRI) 80 90 97

Lumen Series 8018 9014 9714

Source Lumens 1800 1400 1250

Delivered Lumens 1450 1250 1100
LED Wattage 12 12 12
Lumen Series  8027 9023 9723

Source Lumens 2700 2300 2000
Delivered Lumens 2050 1775 1550

LED Wattage 17 17 17
Lumen Series 8035 9030 9730

Source Lumens 3500 3000 2600

Delivered Lumens 2725 2350 2050

LED Wattage 25 25 25

Lumen Series 8043 9037 9737
Source Lumens 4300 3700 3250

Delivered Lumens 3475 3000 2625

LED Wattage 32 32 32

Lumen Series 8055 9047 9747

Source Lumens 5500 4700 4100

Delivered Lumens 4550 3925 3425

LED Wattage 42 42 42

PERFORMANCE SUMMARY—WARM DIMMING

Color Rendering (CRI) 95

Lumen Series  9518

Source Lumens 1800

LED Wattage 22

WARM DIMMING METRICS

100%

1%
3000K 1800KCCT

MR16 HalogenWarm Dimming

•	 Delivered lumens are based on 3000K color temp,
•	 60° beam angle and clear lens.
•	 Refer to IES files for individual product information.
•	 Consult factory for additional lower lumen options.

5" Wall | Standard LED
RATINGS 
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FEATURES

•	 Ø 5.38" [137mm] Aperture
•	 Single media ready
•	 Clear media lens (damp location)
•	 Clear flush mounted lens (wet location)
•	 Extruded aluminum cylinder body
•	 Machined aluminum components
•	 Wall wash can also be used as a forward throw 

distribution
•	 Powder coated finishes
•	 Mounts to 4" octagonal junction box 
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5" Wall | Standard LED | Integral/Remote Driver | Order Form
Order Code Example: C5W-R-W-8D-21-21-B12-27-8027-LH-UNV-FR

PRODUCT NOTES:
1. [Blank] clear media lens mounted to regressed trim aperture.
2. W clear glass lens is flush mounted to the trim aperture and is wet location listed when 
selected.
3. BWW wall wash optic is aimable after installation, can also be used as a forward throw 
distribution. Only available in downlight layout. Not available in wet location.
4. Consult factory for additional lower lumen options.
5. D, P1 and P0 dimming are NOT available in 8055, 9047, 8043, 9037, 9737 & 9747 CRI, 
Lumens.

6. 120 volt is only available in S dimming.
7. UNV volt is only available in P, P1, P0, D and LH dimming.
8. Optional media replaces clear media when selected. Not available with BWW wall wash.
9. Accessories are not available with wet location option.
10. Remote driver included with cylinder order. Wiring between fixture and driver by others. 

 Wet Location. 
 3000K–1800K Warm Dimming. 
 Title 24 JA8 qualified, consult factory for complete listing.

SELECT A CYLINDER

[1] CYLINDER
 C5W 5" Wall  

[2] CYLINDER SHAPE
 R Round 

[3] GLASS
 [Blank] Clear Lens 1

 W Clear lens  2

[4] LAYOUT
 8D 8" Downlight

 8U 8" Uplight

[5] FINISH
 21 Nano White

 23 Anthracite Metallic

 24 Ink Black Metallic

 25 Slate Grey Metallic

 28 Glimmer Gold

 31 Sienna Metallic

 32 Moroccan Metallic

 34 Chocolate Metallic

 CC Custom Color

[6] REFLECTOR FINISH
 21 Nano White

 23 Anthracite Metallic

 24 Ink Black Metallic

 25 Slate Grey Metallic

 28 Glimmer Gold

 31 Sienna Metallic

 32 Moroccan Metallic

 34 Chocolate Metallic

 CC Custom Color

[7] MODULE & BEAM SPREAD
 B12 12° Beam

 B24 24° Beam

 B38 38° Beam

 B60 60° Beam

 B75 75° Beam

 BWW Wall Wash 3

[8] COLOR TEMPERATURE
 27 2700K

 30 3000K

 35 3500K

 40 4000K

 3018 3000–1800K 

[9] LUMEN SERIES 4

 8018 80 CRI, 1800 Lumens

 9014 90 CRI, 1400 Lumens 
 9714 97 CRI, 1100 Lumens 
 9518 95 CRI, 1800 Lumens  
 8027 80 CRI, 2700 Lumens

 9023 90 CRI, 2300 Lumens 
 9723 97 CRI, 1550 Lumens 
 8035 80 CRI, 3500 Lumens

 9030 90 CRI, 3000 Lumens 
 9730 97 CRI, 2050 Lumens 
 8043 80 CRI, 4300 Lumens

 9037 90 CRI, 3700 Lumens 
 9737 97 CRI, 2625 Lumens 
 8055 80 CRI, 5500 Lumens

 9047 90 CRI, 4700 Lumens 
 9747 90 CRI, 3425 Lumens 

[10] DRIVER
 [Blank] Integral Driver

 RT Remote Driver 10

[11] DIMMING
 S Phase Dimming (1%) 

 P 0–10V Dimming (1%)

 P1 0-10V eldoLED ECOdrive (1%) 5

 P0 0-10V eldoLED SOLOdrive (0.1%) 5

 D Dali-2 eldoLED ECOdrive (1%) 5

 LH Lutron Hi-lume EcoSystem
Soft-on Fade-to-Black (1%) 5

[12] VOLTAGE
 120 120V 6

 UNV 120-277V 7

[13] OPTIONAL MEDIA (1 MAX.) 8

 [Blank] Clear

 FR Frosted

 HC Honeycomb

 SL Softening

 SPDL Spread

[14] OPTIONAL ACCESSORIES 9

 A1 Frosted Acrylic Trim Detail (0.5")

 A2 Frosted Acrylic Trim Detail (2.0")
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5" Wall | Standard LED | Integral Dual Driver | Order Form
Order Code Example: C5W-R-W-12UD-21-21-B12-B38-27-8027-8018-S-120

PRODUCT NOTES:
1. [Blank] clear media lens mounted to regressed trim aperture.
2. W clear glass lens is flush mounted to the trim aperture and is wet location  listed when 
selected.
3. BWW wall wash optic is aimable after installation, can also be used as a forward throw 
distribution. Only available in downlight layouts. Not available in wet location.
4. Consult factory for additional lower lumen options.
5. Two dimming drivers are supplied for separate switching and dimming control.

6. 120 volt is only available in S dimming.
7. UNV volt is only available in P dimming
8. Optional media replaces clear media when selected. Not available with BWW wall wash.
9. Accessories are not available with wet location option. 

 Wet Location. 
 3000K–1800K Warm Dimming. 
 Title 24 JA8 qualified, consult factory for complete listing.

SELECT A CYLINDER

[1] CYLINDER
 C5W 5" Wall  

[2] CYLINDER SHAPE
 R Round 

[3] GLASS
 [Blank] Clear Lens 1

 W Clear lens  2

[4] LAYOUT
 12UD 12" Uplight + Downlight

[5] FINISH
 21 Nano White

 23 Anthracite Metallic

 24 Ink Black Metallic

 25 Slate Grey Metallic

 28 Glimmer Gold

 31 Sienna Metallic

 32 Moroccan Metallic

 34 Chocolate Metallic

 CC Custom Color

[6] REFLECTOR FINISH
 21 Nano White

 23 Anthracite Metallic

 24 Ink Black Metallic

 25 Slate Grey Metallic

 28 Glimmer Gold

 31 Sienna Metallic

 32 Moroccan Metallic

 34 Chocolate Metallic

 CC Custom Color

[7] MODULE & BEAM SPREAD
]˅ [ DOWNLIGHT 
 B12 12° Beam

 B24 24° Beam

 B38 38° Beam

 B60 60° Beam

 B75 75° Beam

 BWW Wall Wash 3

[8] MODULE & BEAM SPREAD
]˅ [ UPLIGHT
 B12 12° Beam

 B24 24° Beam

 B38 38° Beam

 B60 60° Beam

 B75 75° Beam

[9] COLOR TEMPERATURE
 27 2700K

 30 3000K

 35 3500K

 40 4000K

 3018 3000–1800K 

[10] LUMEN SERIES 4

 8018 80 CRI, 1800 Lumens

 9014 90 CRI, 1400 Lumens 
 9714 97 CRI, 1100 Lumens 
 9518 95 CRI, 1800 Lumens  
 8027 80 CRI, 2700 Lumens

 9023 90 CRI, 2300 Lumens 
 9723 97 CRI, 1550 Lumens 
 8035 80 CRI, 3500 Lumens

 9030 90 CRI, 3000 Lumens 
 9730 97 CRI, 2050 Lumens 
 8043 80 CRI, 4300 Lumens

 9037 90 CRI, 3700 Lumens 
 9737 97 CRI, 2625 Lumens 

[11] LUMEN SERIES 4

 8018 80 CRI, 1800 Lumens

 9014 90 CRI, 1400 Lumens 
 9714 97 CRI, 1100 Lumens 
 9518 95 CRI, 1800 Lumens  
 8027 80 CRI, 2700 Lumens

 9023 90 CRI, 2300 Lumens 
 9723 97 CRI, 1550 Lumens 
 8035 80 CRI, 3500 Lumens

 9030 90 CRI, 3000 Lumens 
 9730 97 CRI, 2050 Lumens 

[12] DIMMING 5

 P 0–10V Dimming (1%) 

 S Phase Dimming (1%)

[13] VOLTAGE
 120 120V 6

 UNV 120-277V 7

[14] OPTIONAL MEDIA (1 MAX.) 8

 [Blank] Clear

 FR Frosted

 HC Honeycomb

 SL Softening

 SPDL Spread

[15] OPTIONAL ACCESSORIES 9

 A1 Frosted Acrylic Trim Detail (0.5")

 A2 Frosted Acrylic Trim Detail (2.0")   
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DIMENSIONS—8" LAYOUT

5.2"  
[132mm]

8" [203mm] 5.72" [145mm]

8" 
[203mm]

Note: Mounts to octagonal junction box. Octagonal junction box not included.

DIMENSIONS—12" LAYOUT

5.72" [145mm]

12"  
[305mm]

5.2"  
[132mm]

8" [203mm]

Note: Mounts to octagonal junction box. Octagonal junction box not included.

FINISHED INSTALL

REMOTE DRIVER

2.66" 
[67mm]

6.5" [165mm]

3.4" 
[87mm]

*Maximum remote mounting distance (Wire length). 
1. LH : 100' using 12 AWG, 50' using 14 AWG. 
2. P, P1, P0, D, S : 100' using 14 AWG, 50' using 16 AWG. 
3. Remote driver included in cylinder part number.

ASSEMBLY

Ceiling for graphical 
representation only

Cylinder

Canopy

Mounting 
Plate

Junction Box 
(By Others)

Canopy/Integral Driver 
or Remote No Driver
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DECORATIVE TRIMS ACCESSORIES (WALL CYLINDER)

FROSTED ACRYLIC TRIM DETAIL (A1)

Ø 5" [127mm]

0.5" [13mm]

WALL WITH FROSTED  
ACRYLIC TRIM DETAIL INSTALLED

WALL MOUNT UP/DOWN WITH 
FROSTED ACRYLIC TRIM DETAIL INSTALLED

FROSTED ACRYLIC TRIM DETAIL (A2)

Ø 5" [127mm]

2.0" [51mm]

WAKK WITH FROSTED  
ACRYLIC TRIM DETAIL INSTALLED

WALL MOUNT UP/DOWN WITH 
FROSTED ACRYLIC TRIM DETAIL INSTALLED


	Check Box 86: Off
	Check Box 87: Off
	Check Box 209: Off
	Check Box 208: Off
	Check Box 90: Off
	Check Box 174: Off
	Check Box 405: Off
	Check Box 404: Off
	Check Box 403: Off
	Check Box 402: Off
	Check Box 1068: Off
	Check Box 1067: Off
	Check Box 1066: Off
	Check Box 1065: Off
	Check Box 1064: Off
	Check Box 409: Off
	Check Box 408: Off
	Check Box 407: Off
	Check Box 406: Off
	Check Box 1073: Off
	Check Box 1072: Off
	Check Box 1071: Off
	Check Box 1070: Off
	Check Box 1069: Off
	Check Box 109: Off
	Check Box 1010: Off
	Check Box 157: Off
	Check Box 156: Off
	Check Box 164: Off
	Check Box 191: Off
	Check Box 179: Off
	Check Box 178: Off
	Check Box 177: Off
	Check Box 176: Off
	Check Box 175: Off
	Check Box 190: Off
	Check Box 189: Off
	Check Box 279: Off
	Check Box 188: Off
	Check Box 187: Off
	Check Box 186: Off
	Check Box 280: Off
	Check Box 185: Off
	Check Box 184: Off
	Check Box 281: Off
	Check Box 183: Off
	Check Box 182: Off
	Check Box 282: Off
	Check Box 181: Off
	Check Box 180: Off
	Check Box 274: Off
	Check Box 255: Off
	Check Box 254: Off
	Check Box 2012: Off
	Check Box 2018: Off
	Check Box 2019: Off
	Check Box 2020: Off
	Check Box 2021: Off
	Check Box 2026: Off
	Check Box 140: Off
	Check Box 246: Off
	Check Box 138: Off
	Check Box 137: Off
	Check Box 136: Off
	Check Box 135: Off
	Check Box 134: Off
	Check Box 251: Off
	Check Box 250: Off
	Check Box 228: Off
	Check Box 227: Off
	Check Box 2011: Off
	Check Box 2010: Off
	Check Box 224: Off
	Check Box 4017: Off
	Check Box 4016: Off
	Check Box 4015: Off
	Check Box 4014: Off
	Check Box 1083: Off
	Check Box 1082: Off
	Check Box 1081: Off
	Check Box 1080: Off
	Check Box 1079: Off
	Check Box 4013: Off
	Check Box 4012: Off
	Check Box 4011: Off
	Check Box 4010: Off
	Check Box 1078: Off
	Check Box 1077: Off
	Check Box 1076: Off
	Check Box 1075: Off
	Check Box 1074: Off
	Check Box 1012: Off
	Check Box 1011: Off
	Check Box 223: Off
	Check Box 222: Off
	Check Box 221: Off
	Check Box 220: Off
	Check Box 1014: Off
	Check Box 1013: Off
	Check Box 241: Off
	Check Box 240: Off
	Check Box 239: Off
	Check Box 219: Off
	Check Box 218: Off
	Check Box 217: Off
	Check Box 216: Off
	Check Box 215: Off
	Check Box 214: Off
	Check Box 213: Off
	Check Box 283: Off
	Check Box 212: Off
	Check Box 211: Off
	Check Box 210: Off
	Check Box 284: Off
	Check Box 207: Off
	Check Box 206: Off
	Check Box 2015: Off
	Check Box 205: Off
	Check Box 204: Off
	Check Box 2017: Off
	Check Box 269: Off
	Check Box 268: Off
	Check Box 285: Off
	Check Box 267: Off
	Check Box 265: Off
	Check Box 264: Off
	Check Box 286: Off
	Check Box 2024: Off
	Check Box 2023: Off
	Check Box 2025: Off
	Check Box 200: Off
	Check Box 199: Off
	Check Box 249: Off
	Check Box 247: Off
	Check Box 196: Off
	Check Box 195: Off
	Check Box 194: Off
	Check Box 193: Off
	Check Box 192: Off
	Check Box 253: Off
	Check Box 252: Off


