
WARNING

This product must be installed 

in accordance with the 

applicable code by a person 

familiar with the construction 

and operation of the product 

and the hazards involved.

Risk of Fire or Electric Shock. 

Serious injury or death may 

occur. TURN OFF POWER prior 

to servicing or installing this 

product.

CEILING CUTOUT 
DIMENSIONS

2-7/16" [62mm]

Junction Box  

(By Others)

Integral Driver  

Junction Box  

Mounting Plate  

(C3-R-3CMP)

 

Integral Driver

Mounting Assembly

Cylinder

 Ceiling for Graphical
Representation Only
(By Others)

LED PIPE CYLINDER
C3SR-3C

SURFACE MOUNT C3
 INTEGRAL DRIVER
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STEP 1

Fasten integral driver junction 

box mounting plate to junction 

box (by others). Must be 
installed prior to ceiling 
installation.

STEP 2

Connect driver leads to 

supply voltage. Ensure the 

correct voltage is selected. 

Refer to “Wiring Instructions” 

document.

STEP 3

Fasten mounting assembly to 

the integral driver junction box 

mounting plate with supplied 

fasteners.

STEP 4

Ensure secondary leads are 

connected (+)(-) with lever 

locks. Twist cylinder clockwise 

to lock to the mounting 

assembly.

WALL WASH - DAMP LOCATION

Adjust the lens angle by 

rotating the tab.

LED PIPE CYLINDER
C3SR-3C

SURFACE MOUNT C3
 INTEGRAL DRIVER
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LED PIPE CYLINDER
C3SR-3C-RM

SURFACE MOUNT C3
 INTEGRAL DRIVER

WARNING

This product must be installed 

in accordance with the 

applicable code by a person 

familiar with the construction 

and operation of the product 

and the hazards involved.

Risk of Fire or Electric Shock. 

Serious injury or death may 

occur. TURN OFF POWER  prior 

to servicing or installing this 

product.

CEILING CUTOUT 

DIMENSIONS

2.5" [64mm]

Remodel Driver

 

 

Remodel Mounting 

Bracket

 

 

Mounting Assembly

 

Cylinder

  Ceiling for Graphical
Representation Only
(By Others)
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LED PIPE CYLINDER
C3SR-3C-RM

SURFACE MOUNT C3
 INTEGRAL DRIVER

STEP 1

Connect driver leads to 

correct supply voltage. Push 

driver through ceiling opening 

and secure in place. Refer to 

wiring and driver installation 

instructions document.

STEP 2

Twist remodel mounting 

bracket through ceiling 

opening. Drop in place with 

tabs facing down. 

STEP 4

Fasten mounting assembly to 

the remodel mounting bracket 

with supplied fasteners.

STEP 3

Connect remodel driver to 

mounting assembly with the 

quick connect plugs.

STEP 5

Ensure secondary leads are 

connected (+)(-) with lever 

locks. Twist cylinder clockwise 

to lock to the mounting 

assembly.

WALL WASH - DAMP LOCATION

Adjust the lens angle by 

rotating the tab.
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LED PIPE CYLINDER
C3SR-5C

SURFACE MOUNT C3
 INTEGRAL DRIVER (P, S DIMMING)

WARNING

This product must be installed 

in accordance with the 

applicable code by a person 

familiar with the construction 

 

Ceiling for Graphical

 Representation Only

(By Others)

and operation of the product 

and the hazards involved.

Risk of Fire or Electric Shock. 

Serious injury or death may 

occur. TURN OFF POWER  prior 

to servicing or installing this 

product.

Junction Box  

(By Others)

Mounting Plate

Integral Driver

 

Mounting Assembly  

Cylinder
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STEP 1

Fasten mounting plate to 

junction box (by others),

STEP 2

Connect driver leads to 

supply voltage. Ensure the 

correct voltage is selected. 

Refer to “Wiring Instructions” 

document.

STEP 3

Fasten mounting assembly 

to the mounting plate with 

supplied fasteners.

STEP 4

Ensure secondary leads are 

connected (+)(-) with lever 

locks. Twist cylinder clockwise 

to lock to the mounting 

assembly.

WALL WASH - DAMP LOCATION

Adjust the lens angle by 

rotating the tab.

LED PIPE CYLINDER
C3SR-5C

SURFACE MOUNT C3
 INTEGRAL DRIVER (P, S DIMMING)
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WARNING

This product must be installed 

in accordance with the 

applicable code by a person 

familiar with the construction 

and operation of the product 

and the hazards involved.

Risk of Fire or Electric Shock. 

Serious injury or death may 

occur. TURN OFF POWER  prior 

to servicing or installing this 

product.

Junction Box  

(By Others)

 

Mounting Plate/Assembly

Integral Driver

Canopy

 

Cylinder

 

Ceiling for Graphical

 Representation Only

(By Others)

LED PIPE CYLINDER
C3SR-5C-LE-LH-P1

SURFACE MOUNT C3
(LE, LH, P1 DIMMING)
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LED PIPE CYLINDER
C3SR-5C-LE-LH-P1

SURFACE MOUNT C3
(LE, LH, P1 DIMMING)

WALL WASH

Adjust the lens angle by 

rotating the tab.

1

Make supply connections. Fasten 
canopy to junction box (by others).

2

Fasten mounting plate assembly 
to canopy. If wet location press fit 
required.

3

Ensure secondary leads are 
connected (+)(-) with lever locks. 
Twist cylinder clockwise to lock to 
the mounting assembly.
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WARNING

This product must be installed 

in accordance with the 

applicable code by a person 

familiar with the construction 

and operation of the product 

and the hazards involved.

Risk of Fire or Electric Shock. 

Serious injury or death may 

occur. TURN OFF POWER  prior 

to servicing or installing this 

product.

LED PIPE CYLINDER
C3SR-CM-P-S

CONDUIT SURFACE MOUNT C3
(P&S DIMMING)

Junction Box  

(By Others)

Mounting Plate/Assembly

Integral Driver

Conduit Canopy

 

Cylinder

Ceiling for Graphical

 
Representation Only

(By Others)

1/2" - 3/4" Conduit
(By Others)

Conduit Retainer
Ring
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LED PIPE CYLINDER
C3SR-CM-P-S

CONDUIT SURFACE MOUNT C3
(P&S DIMMING)

1

Assemble conduit 1/2 or 3/4 (by 
others) to 4" octagonal junction 
1.5"-2.13" (by others). 

Assemble conduit canopy to junction 
box through oblong slots and conduit 
retainer ring with provided machine 
screws (8-32 x 1.5").

22

Make supply connections. Fasten 
Mounting plate assembly to conduit 
retainer ring inside of conduit canopy 
with supplied screws.

23

4

Ensure secondary leads are connected 
(+)(-) with lever locks. Twist cylinder 
clockwise to lock to the mounting 
assembly.

WALL WASH

Adjust the lens angle by 

rotating the tab.
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WARNING

This product must be installed 

in accordance with the 

applicable code by a person 

familiar with the construction 

and operation of the product 

and the hazards involved.

Risk of Fire or Electric Shock. 

Serious injury or death may 

occur. TURN OFF POWER  prior 

to servicing or installing this 

product.

Junction Box
(By Others)

Mounting Plate/Assembly

Integral Driver

Conduit Canopy

Ceiling for Graphical

 
Representation Only

(By Others)

1/2" - 3/4" Conduit
(By Others)

Canopy

LED PIPE CYLINDER
C3SR-CM-LE-LH-P1

CONDUIT SURFACE MOUNT C3
(LE, LH, P1 DIMMING)
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1

Assemble conduit 1/2 or 3/4 (by 
others) to 4" octagonal junction 
1.5"-2.13" (by others). 

Assemble conduit canopy to junction 
box through oblong slots with machine 
screws. Assemble threaded
rods to two tapped holes in tabs
of conduit canopy bracket. Thread on
part way. 

2 3

Make supplied connections. Check with
wiring diagrams. Place canopy onto 
threaded rods of conduit canopy 
through key hole slots on bottom of 
canopy. Fasten with nuts.

2 23

Fasten Mounting plate assembly to 
canopy plate with supplied screws.

24 5

Ensure secondary leads are connected 
(+)(-) with lever locks. Twist cylinder 
clockwise to lock to the mounting 
assembly.

LED PIPE CYLINDER
C3SR-CM-LE-LH-P1

CONDUIT SURFACE MOUNT C3
(LE, LH, P1 DIMMING)

WALL WASH

Adjust the lens angle by 

rotating the tab.
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WARNING

This product must be installed 

in accordance with the 

applicable code by a person 

familiar with the construction 

and operation of the product 

and the hazards involved.

Risk of Fire or Electric Shock. 

Serious injury or death may 

occur. TURN OFF POWER  prior 

to servicing or installing this 

product.

CEILING CUTOUT 

DIMENSIONS

2.375" [60mm]

Junction Box  

(By Others)

Integral Driver  

Junction Box  

Mounting Plate  

(C3-R-3CMP)

 

Integral Driver

Mounting / Hinge Assembly

Mounting / Hinge Assembly 

Cover

Cylinder

LED PIPE CYLINDER
C3SAR-3C

SURFACE MOUNT ADJ. C3 
 INTEGRAL DRIVER

  Ceiling for Graphical
Representation Only
(By Others)
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STEP 3

Fasten mounting / hinge 

assembly to the integral driver 

junction box mounting plate 

with supplied fasteners.

STEP 4

Reattach  and ensure mounting 

/ hinge assembly cover is fully 

seated and secured in place.

STEP 1

See C3SR-3C Junction box mounting

(Step 1 & 2 ). Tilt cylinder to expose 

mounting/assembly cover.

STEP 2

Pull to remove mounting 

assembly cover.

LED PIPE CYLINDER
C3SAR-3C

SURFACE MOUNT ADJ. C3 
 INTEGRAL DRIVER

WALL WASH - DAMP LOCATION

Adjust the lens angle by 

rotating the tab.
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WARNING

This product must be installed 

in accordance with the 

applicable code by a person 

familiar with the construction 

and operation of the product 

and the hazards involved.

Risk of Fire or Electric Shock. 

Serious injury or death may 

occur. TURN OFF POWER  prior 

to servicing or installing this 

product.

CEILING CUTOUT 

DIMENSIONS

2.5" [64mm]

Remodel Driver

 

 

Remodel Mounting 

Bracket

 

 

Mounting / Hinge 

Assembly

Mounting / Hinge 

Assembly Cover

Cylinder

LED PIPE CYLINDER
C3SAR-3C-RM

SURFACE MOUNT ADJ. C3 
 REMODEL DRIVER

 
  Ceiling for Graphical

Representation Only
(By Others)
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STEP 1

Connect driver leads to 

correct supply voltage. Push 

driver through ceiling opening 

and secure in place. Refer to 

wiring and driver installation 

instructions document.

STEP 2

Twist remodel mounting 

bracket through ceiling 

opening. Drop in place with 

tabs facing down. 

STEP 3

Connect remodel driver to 

mounting assembly with the 

quick connect plugs.

STEP 5

Fasten mounting assembly 

to the mounting plate with 

supplied fasteners.

STEP 6

Reattach  and ensure mounting 

/ hinge assembly cover is fully 

seated and secured in place.

STEP 4

Pull to remove mounting 

assembly cover.

LED PIPE CYLINDER
C3SAR-3C-RM

SURFACE MOUNT ADJ. C3 
 REMODEL DRIVER

WALL WASH - DAMP LOCATION

Adjust the lens angle by 

rotating the tab.
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WARNING

This product must be installed 

in accordance with the 

applicable code by a person 

familiar with the construction 

and operation of the product 

and the hazards involved.

Risk of Fire or Electric Shock. 

Serious injury or death may 

occur. TURN OFF POWER  prior 

to servicing or installing this 

product.

 

Mounting Plate

Integral Driver

Mounting / Hinge Assembly

Mounting / Hinge Assembly 

Cover

Cylinder

LED PIPE CYLINDER
C3SAR-5C

SURFACE MOUNT ADJ. C3
 INTEGRAL DRIVER (P, S DIMMING)

 

Ceiling for Graphical

 Representation Only

(By Others)

Junction Box  

(By Others)
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STEP 1

Fasten mounting plate to 

junction box (by others),

STEP 2

Connect driver leads to 

supply voltage. Ensure the 

correct voltage is selected. 

Refer to “Wiring Instructions” 

document.

STEP 3

Tilt cylinder to expose mounting/ 

hinge assembly cover. See 

C3SAR-3C-RM (Steps 4-6) for

remaining steps.

LED PIPE CYLINDER
C3SAR-5C

SURFACE MOUNT ADJ. C3
 INTEGRAL DRIVER (P, S DIMMING)
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LED PIPE CYLINDER
C3SAR-5C-LE-LH-P1

SURFACE MOUNT ADJ. C3
(LE, LH, P1 DIMMING)

WARNING

This product must be installed 

in accordance with the 

applicable code by a person 

familiar with the construction 

and operation of the product 

and the hazards involved.

Risk of Fire or Electric Shock. 

Serious injury or death may 

occur. TURN OFF POWER  prior 

to servicing or installing this 

product.

Junction Box  

(By Others)

 

Mounting / Hinge Assembly

Integral Driver

Canopy

 

Cylinder

 

Ceiling for Graphical

 Representation Only

(By Others)

Canopy Lid

Mounting / Hinge Assembly

Cover
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LED PIPE CYLINDER
C3SAR-5C-LE-LH-P1

SURFACE MOUNT ADJ. C3
(LE, LH, P1 DIMMING)

1

Make supply connections. Fasten 
canopy to junction box (by others).

2

Place canopy lid inside of canopy. 
Align three larger size mounting 
holes with tapped holes of inside 
plate. Pull to remove mounting 
assembly cover. Fasten 
mounting/hinge assembly and 
cylinder with supplied fasteners. 

3

Re-attach and ensure 
mounting/hinge assembly cover is 
fully seated and secured in place.
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LED PIPE CYLINDER
C3SAR-CM-P-S

 CONDUIT SURFACE MOUNT 
ADJUSTABLE C3
(P&S DIMMING)WARNING

This product must be installed 

in accordance with the 

applicable code by a person 

familiar with the construction 

and operation of the product 

and the hazards involved.

Risk of Fire or Electric Shock. 

Serious injury or death may 

occur. TURN OFF POWER  prior 

to servicing or installing this 

product.

Junction Box
(By Others)

Integral Driver

Conduit Canopy

Ceiling for Graphical

 
Representation Only

(By Others)

1/2" - 3/4" Conduit
(By Others)

Conduit Retainer
Ring

Conduit Canopy Lid

Mounting / Hinge Assembly

 
Mounting / Hinge Assembly

Cover

Cylinder
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LED PIPE CYLINDER
C3SAR-CM-P-S

 CONDUIT SURFACE MOUNT 
ADJUSTABLE C3
(P&S DIMMING)

See C3SR-CM-P-S for conduit 
canopy mounting instructions 
(Steps 1 & 2). Make supply 
connections. Place canopy lid inside of 
canopy. Align three larger size 
mounting holes with tapped holes of 
conduit retainer ring. Pull to remove 
mounting assembly cover. Fasten 
mounting/hinge assembly and cylinder 
with supplied fasteners. 

21 2

Re-attach and ensure mounting/hinge 
assembly cover is fully seated and 
secured in place.
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LED PIPE CYLINDER
C3SAR-CM-LE-LH-P1

 CONDUIT SURFACE MOUNT 
ADJUSTABLE C3

(LE, LH, P1 DIMMING)WARNING

This product must be installed 

in accordance with the 

applicable code by a person 

familiar with the construction 

and operation of the product 

and the hazards involved.

Risk of Fire or Electric Shock. 

Serious injury or death may 

occur. TURN OFF POWER  prior 

to servicing or installing this 

product.

Junction Box
(By Others)

Integral Driver

Conduit Canopy

Ceiling for Graphical

 
Representation Only

(By Others)

1/2" - 3/4" Conduit
(By Others)

Conduit Canopy Lid

Mounting / Hinge Assembly

 
Mounting / Hinge Assembly

Cover

Cylinder

Canopy
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LED PIPE CYLINDER
C3SAR-CM-LE-LH-P1

 CONDUIT SURFACE MOUNT 
ADJUSTABLE C3

(LE, LH, P1 DIMMING)

See C3SR-CM-LE-LH-P1 for conduit 
canopy instructions (Steps 1-3). 
Place canopy lid inside of canopy. Align 
three larger size mounting holes with 
tapped holes of conduit retainer ring. 
Pull to remove mounting assembly 
cover. Fasten mounting/hinge 
assembly and cylinder with supplied 
fasteners. 

21 2

Re-attach and ensure mounting/hinge 
assembly cover is fully seated and 
secured in place.
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REFLECTOR + LENS SERVICE (DAMP LOCATION)

To service or change the 

reflector. Press suction cup 

onto glass and pull. Hold onto 

cylinder while pulling if possible. 

Rotate the primary reflector 45° 

counter clockwise to release.

Contact factory for suction cup 

procurement. 

SECONDARY
REFLECTOR
(SUCTION CUP
REQ’D FOR
REMOVEL)

PRIMARY
REFLECTOR

To service or change the 
reflector and lens, rotate the 
secondary reflector 45° counter 
clockwise to release. Then 
rotate the primary reflector 45° 
counter clockwise to release.

PRIMARY
REFLECTOR

LENS

SECONDARY
REFLECTOR

REFLECTOR SERVICE (WET LOCATION)

LED PIPE CYLINDER
LENS SERVICE
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This product must be installed in accordance with the 
applicable code by a person familiar with the construction 
and operation of the product and the hazards involved. 
Read all of these instructions before installing.

WARNING: Rated for non-insulated ceilings only (non IC rated)
WARNING: Disconnect power prior to servicing or installing.

Button Light Conditions
STATUS INDICATION CONDITION

STEADY GREEN BATTERY IS FULLY CHARGED

FLASHING GREEN BATTERY IS CHARGING

OFF EMERGENCY MODE

ON/OFF RED FLASHES CHARGE FAILURE

1 RED FLASH BATTERY FAILURE

2 RED FLASHES LOAD FAILURE

Driver Wiring
Hot (Black)

Standard 
Driver

EMERGENCY DRIVER
Neutral (White)

Unswitched  24/7

Power (White/Black)

Dimming dependant
on driver selected.

See other wiring instructions

LED PIPE CYLINDER
EMERGENCY WIRING
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