
JUNCTION BOX
(BY OTHERS)

MOUNTING
ASSEMBLY

CYLINDER

DRIVER

SAFETY 
CHAIN

This product must be installed in accordance with the 
applicable code by a person familiar with the construction 
and operation of the product and the hazards involved. 
Read all of these instructions before installing.
 

WARNING: Disconnect power prior to servicing or installing.

CEILING FOR GRAPHICAL
REPRESENTATION ONLY

LED PIPE CYLINDER
C5SR

SURFACE MOUNT C5 
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Make supply connections. Check with wiring diagrams. 
Thread rods into J-Box. Rods pass through oblong holes 
in mounting plate. Apply nuts to rods and cinch 
mounting plate to ceiling.

Emergency option install. Use 8-32 x 7/8" min. length 
machine screw (by others). Screw thru large oblong 
holes to junction box.

1b

LED PIPE CYLINDER
C5SR

SURFACE MOUNT C5 

Ensure all wiring/safety chain is inside cavity of cylinder. 
Raise cylinder over mounting assembly. Twist cylinder 
clockwise to lock over mounting assembly.

2

info@lightheadedlighting.com  .  www.lightheadedlighting.com

P. T. F. 604.464.5644   1.800.464.9544   604.464.0888

Led Pipe-C5SR-Installation • Subject to change without notice • REV 2025.09.26

Install Guide



LED PIPE CYLINDER
C5SR

SURFACE MOUNT CONDUIT C5 

This product must be installed in accordance with the 
applicable code by a person familiar with the construction 
and operation of the product and the hazards involved. 
Read all of these instructions before installing.
 

WARNING: Disconnect power prior to servicing or installing.

CEILING FOR GRAPHICAL
REPRESENTATION ONLY

CONDUIT MOUNTING
CANOPY

1/2" - 3/4" CONDUIT
(BY OTHERS)

JUNCTION BOX
(BY OTHERS)

MOUNTING ASSEMBLY

DRIVER

CYLINDER

SAFETY CHAIN
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Assemble conduit 1/2 or 3/4 (by 
others) to 4" octagonal junction 
1.5"-2.13" (by others). 

3a

Assemble conduit canopy to junction 
box through oblong slots with machine 
screws. Assemble threaded
rods to two tapped holes in tabs
of conduit canopy bracket. Thread on
part way. 

Make supplied connections. Check with
wiring diagrams. Place mounting 
assembly onto threaded rods of conduit 
canopy through oblong hole slots on 
bottom of mounting assembly. Fasten 
with nuts.

2

Ensure all wiring/safety chain is inside 
cavity of cylinder. Raise cylinder over 
mounting assembly. Twist cylinder 
clockwise to lock over mounting 
assembly.

LED PIPE CYLINDER
C5SR

SURFACE MOUNT CONDUIT C5 

43b

Emergency option install. Use 8-32 x 
7/8" min. length machine screw (by 
others). Screw thru large oblong holes 
to junction box..
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REFLECTOR + LENS SERVICE (DAMP LOCATION)

SECONDARY
REFLECTOR

LENS

PRIMARY
REFLECTOR

REFLECTOR SERVICE (WET LOCATION)

To service or change the 

reflector. Press suction cup 

onto glass and pull. Hold onto 

cylinder while pulling if possible. 

Rotate the primary reflector 45° 

counter clockwise to release.

Contact factory for suction cup 

procurement. 

SECONDARY
REFLECTOR
(SUCTION CUP
REQ’D FOR
REMOVEL)

PRIMARY
REFLECTOR

To service or change the 

reflector and lens, rotate the 

secondary reflector 45° counter

clockwise to release. Lens is 

the option of re-silicone to replace.  

Rotate the primary reflector 45°

silicone to secondary reflector. 

Seal would need to be broken with 

counter clockwise to release.

LED PIPE CYLINDER
C5SR

SURFACE MOUNT C5 
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LED PIPE CYLINDER
C5SR

SURFACE MOUNT C5 

0–10V- Dimming (Pink or Grey)

WARNING

TURN OFF POWER  before connecting LED 

product. Failure to do so will cause IMMEDIATE 

LED FAILURE.

0-10V (P) & 0-10V (P1, P0) DIMMING
This product must be installed in accordance  

with the applicable code by a person familiar  

with the construction and operation of the  

product and the hazards involved.

PHASE (S) DIMMING
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LED PIPE CYLINDER
C5SR

SURFACE MOUNT C5 

This product must be installed in accordance  

with the applicable code by a person familiar  

with the construction and operation of the  

product and the hazards involved.

WARNING

TURN OFF POWER  before connecting LED 

product. Failure to do so will cause IMMEDIATE 

LED FAILURE.

LUTRON ECOSYSTEM (LH) DIMMING

INTERNAL HOUSING WIRING

(Cannot be changed)

JUNCTION BOX WIRING

(Connect to 120VAC or  

277VAC, 50/60Hz Input)

Neutral (White)

Hot (Black)

Dali + (Purple)

Dali - (Purple)

Ground

LED 

Module
Driver

LED- (Black)

LED+ (Red)

DALI (D) DIMMING
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This product must be installed in accordance with the 
applicable code by a person familiar with the construction 
and operation of the product and the hazards involved. 
Read all of these instructions before installing.

WARNING: Rated for non-insulated ceilings only (non IC rated)
WARNING: Disconnect power prior to servicing or installing.

Button Light Conditions
STATUS INDICATION CONDITION

STEADY GREEN BATTERY IS FULLY CHARGED

FLASHING GREEN BATTERY IS CHARGING

OFF EMERGENCY MODE

ON/OFF RED FLASHES CHARGE FAILURE

1 RED FLASH BATTERY FAILURE

2 RED FLASHES LOAD FAILURE

Driver Wiring
Hot (Black)

Standard 
Driver

EMERGENCY DRIVER
Neutral (White)

Unswitched  24/7

Power (White/Black)

Dimming dependant
on driver selected.

See other wiring instructions

LED PIPE CYLINDER
EMERGENCY WIRING
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