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4" | Incandescent
Our legacy downlights continually shine through the years, enduring a multitude of 
environmental conditions. Still they continually evolve with lighting advancements. 

Rest assured knowing our legacy downlights stand the test of time.

AQUA  

 

CORONA

 

ROUND WALL WASH 

 

STARLITE 

\

 

NEMO  

 

QUADRA WALL WASH 

 

PINHOLE

 
 

AURORA

DEEP AURORA

 

MIRO
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LEGACY
4" | Incandescent
RATINGS 

 
Damp  

Location

 
Wet  

Location

CERTIFICATIONS 

 

5 YEAR
W

ARRANTY

LIMITED

 
5yr. Warranty

FLANGE FINISHES

 
White

 
Matte  
Nickel

 
Black

 
Matte  
Silver

 
Bronze

 
Chrome 
Plated

HOUSINGS PERFORMANCE SUMMARY

Housing Type Lamp (By Others) Series Maximum Wattage

Insulated Airtight 
(2-010-IC/AT) 
(2-015-IC/AT)

MR16
E 37

E15 15
M 50

GU10 GU10 50
GU10-LED GU10-LED 15

Non-Insulated
(2-020-F) 
(2-025-F) 

(2-020-F-DA) 
Remodel 

(2-030-R)

MR16
E 50

E15 15
M 50

GU10 GU10 50

GU10-LED GU10-LED 15

Shallow Insulated Airtight 
(2-012-IC/AT) 
(2-017-IC/AT)

MR16 E15 15

GU10-LED GU10-LED 15

TRIM FEATURES

•	 Clear media standard, optional available
•	 Diffusion media standard with warm dimming
•	 Up to 2 media available with select trims
•	 Silicone sealed glass lens with wet location trims
•	 Wall wash trim ideal spacing 30" on center and 24" away
•	 Die-cast aluminum fixture
•	 Powder coated and plated trim ring finishes
•	 Trim clips designed for 5/8" ceiling thickness

TRIM SPECIFIC FEATURES

•	 20° Tilt with Round Wall Wash, Aqua
•	 30° Tilt with Starlite & Nemo
•	 Corona frosted acrylic cylinder for lighting accentuation

HOUSING FEATURES

•	 Bi-directional mounting
•	 14"–25" adjustable hanger bars
•	 18 Ga. galvanized steel junction box
•	 5 junction box knock outs
•	 20 Ga. black powder coated steel baseplate
•	 MR16 porcelain Bi Pin socket type GX5.3
•	 MR16 low voltage (12V) lamp sold separately
•	 GU10 line voltage (120V) lamp sold separately
•	 Over lamping protection
•	 Transformer accessible through the ceiling
•	 Approved for branch circuit wiring
•	 0.5" [13mm] – 1.25" [32mm] trimless ceiling thickness. 

Consult factory for varying ceilings
•	 Airtight in accordance with ASTM E283
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AURORA + MIRO
4" | Incandescent
RATINGS 

 
Damp  

Location

CERTIFICATIONS 

 

5 YEAR
W

ARRANTY

LIMITED

 
5yr. Warranty

FLANGE FINISHES

 
White

 
Matte  
Silver

 
Black

 
Chrome 
Plated

 
Bronze

 
Gold 

Plated

 
Matte  
Nickel

REFLECTOR FINISHES

 
White 
Open

 
Black 
Open

 
Silver 
Satin

 
Nickel  
Satin

HOUSINGS PERFORMANCE SUMMARY

Housing Type Lamp (By Others) Series Maximum Wattage

Insulated Airtight 
(2-010-IC/AT)

MR16
E 37

E15 15
M 50

GU10 GU10 50
GU10-LED GU10-LED 15

Non-Insulated
(2-020-F) 

(2-020-F-DA) 
Remodel 

(2-030-R)

MR16
E 50

E15 15
M 50

GU10 GU10 50
GU10-LED GU10-LED 15

Shallow Insulated Airtight 
(2-012-IC/AT)

MR16 E15 15
GU10 GU10 50

GU10-LED GU10-LED 15

TRIM FEATURES

•	 Ø 3 1/2" [89mm] Aurora & Deep Aurora Aperture
•	 3 1/8" [79mm] Miro Aperture
•	 Deep Aurora lamp regression 2 1/4" above the ceiling 

plane for excellent glare control
•	 35° vertical tilt with Aurora
•	 20° vertical tilt with Miro
•	 Clear media standard
•	 Accepts up to 2 media
•	 Die-cast aluminum fixture
•	 Powder coated and plated trim ring finishes
•	 Trim clips designed for 5/8" ceiling thickness

HOUSING FEATURES

•	 Non-Insulated and Remodel ceilings rated for non-
insulated ceilings

•	 Airtight in accordance with ASTM E283
•	 14"–25" adjustable hanger bars
•	 18 Ga. galvanized steel junction box with multiple KO
•	 20 Ga. black powder coated steel baseplate
•	 5 junction box knock outs
•	 MR16 porcelain Bi Pin socket type GX5.3
•	 MR16 low voltage (12V) lamp sold separately
•	 GU10 line voltage (120V) lamp sold separately
•	 Over lamping protection
•	 Transformer accessible through the ceiling
•	 Approved for branch circuit wiring
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LEGACY
4" | Incandescent | Round | Order Form
Order Code Example: 2–112–T–MR16–01–2–020–F–E–120

PRODUCT NOTES:
1. CC custom color requires consultation with Lightheaded sales personnel.
2. Aqua C clear glass reflector color is painted to match trim finish.
3. Aqua F frosted glass requires all reflectors painted white.
4. Pinhole WB white baffle options are painted black standard.
5. 2-012 is only available with E15 and GU10-LED series.

6. E15 and GU10-LED is rated for a maximum 15W, lamp sold separately. Ensure 
lamp and dimmer compatibility with lamp manufacturer.
7. GU10 lamps are only available in 120V.
8. 347 voltage is only available with M magnetic transformer. 

 
Wet Location

SELECT A TRIM

[1] TRIM

 2-112 Round Wall Wash 

 2-115 Aqua 

 2-167 Starlite

 2-175 Corona

 2-180 Pinhole

[2] FLANGE TYPE
]˅ [ 2-167, 2-180 TRIMS ONLY

 T Trimmed

 TL Trimless

[3] LAMP

 MR16 Halogen

 GU10 Halogen/LED

[4] FLANGE FINISH

 01 White

 04 Black

 05 Matte Silver

 06 Bronze

 11 Matte Nickel

 CC Custom Color 1

]˅ [ 2-112, 2-115, 2-175 TRIMS ONLY

 02 Chrome Plated

[5] GLASS

 [Blank] No Glass
]˅ [ 2-115 TRIM ONLY

 C Clear 2

 F Frosted 3

]˅ [ 2-175 TRIM ONLY

 FDT 2" Frosted Acrylic Cone

[6] OPTIONAL MEDIA (2 MAX.)
]˅ [ EXCLUDES 2-112, 2-180 TRIMS

 [Blank] No Media

 EL Elongating

 FRO Frosted

 HC Honeycomb

 PER Perimeter Frosted

 SL Softening

 SPDL Spread

[7] TRIM OPTIONS

 [Blank] No Options

 EXT Extensions Clips (Max. 2")
]˅ [ 2-180 TRIMS ONLY

 WB White Baffle 4

SELECT A HOUSING

[8] HOUSING

 2-010-IC-AT I/C A/T

 2-012-IC-AT Shallow I/C A/T 5

 2-020-F Non-I/C

 2-030-R Remodel

[9] FLANGE TYPE

 [BLANK] Trimmed
]˅ [ EXCLUDES 2-030-R HOUSING

 TL Trimless 

[10] LAMP
]˅ [ MR16 LAMP

 E Electronic (Halogen Lamp)

 E15 Electronic (LED Lamp)6

 M  Magnetic
]˅ [ GU10 LAMP

 GU10-HAL GU10 Halogen Lamp 7

 GU10-LED GU10 LED 6, 7

[11] VOLTAGE

 120 120V

 277 277V

 347 347V 8

[12] HOUSING OPTIONS

 [Blank] No Options

 BPHI Black Painted Interior

 WPHI White Painted Interior
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LEGACY
4" | Incandescent | Square | Order Form 
Order Code Example: 2–550–T–MR16–01–2–025–F–Q-E–120

PRODUCT NOTES:
1. CC custom color requires consultation with Lightheaded sales personnel.
2. 2-017 is only available with E15 and GU10-LED series.
3. E15 and GU10-LED is rated for a maximum 15W, lamp sold separately. Ensure 
lamp and dimmer compatibility with lamp manufacturer.

4. GU10 lamps are only available in 120V.
5. 347 voltage is only available with M magnetic transformer. 

 
Wet Location

SELECT A TRIM

[1] TRIM

 2-550 Nemo 

 2-582 Quadra Wall Wash 

[2] FLANGE TYPE

 T Trimmed

[3] LAMP

 MR16 Halogen

 GU10 Halogen/LED

[4] FLANGE FINISH

 01 White

 04 Black

 05 Matte Silver

 06 Bronze

 11 Matte Nickel

 CC Custom Color 1

]˅ [ 2-550 TRIM ONLY

 02 Chrome Plated

[5] GLASS

 [Blank] No Glass
]˅ [ 2-550 TRIM ONLY

 C Clear

 F Frosted

[6] OPTIONAL MEDIA (2 MAX.)
]˅ [ EXCLUDES 2-582 TRIM

 [Blank] No Media

 EL Elongating

 FRO Frosted

 HC Honeycomb

 PER Perimeter Frosted

 SL Softening

 SPDL Spread

[7] TRIM OPTIONS

 [Blank] No Options

 EXT Extensions Clips (Max. 2")

SELECT A HOUSING

[8] HOUSING

 2-015-IC-AT-Q I/C A/T

 2-017-IC-AT-Q Shallow I/C A/T 2

 2-025-F-Q Non-I/C

[9] FLANGE TYPE

 [BLANK] Trimmed

[10] LAMP
]˅ [ MR16 LAMP

 E Electronic (Halogen Lamp)

 E15 Electronic (LED Lamp) 3

 M  Magnetic
]˅ [ GU10 LAMP

 GU10-HAL GU10 Halogen Lamp 4

 GU10-LED GU10 LED 3, 4

[11] VOLTAGE

 120 120V

 277 277V

 347 347V 5

[12] HOUSING OPTIONS

 [Blank] No Options

 BPHI Black Painted Interior

 WPHI White Painted Interior
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AURORA + DEEP AURORA
4" | Incandescent | Order Form  
Order Code Example: 2–120–T–MR16–01-BLO–2-020–F–E–120

PRODUCT NOTES:
1. Deep Aurora trim requires Tall Non-IC housing when selecting Non-IC 
housings
2. Trimless trims do not require a flange finish.
3. CC custom color requires consultation with Lightheaded sales personnel.
4. 2-012 is only available with E15 and GU10-LED series.

5. 2-030 Remodel is not available with trimless.
6. E15 and GU10-LED is rated for a maximum 15W, lamp sold separately. Ensure 
lamp and dimmer compatibility with lamp manufacturer.
7. GU10-HAL and GU10-LED is only available in 120V
8. 347 voltage is only available with M magnetic transformer

SELECT A TRIM

[1] TRIM

 2-120 Aurora

 2-125 Deep Aurora 1

[2] FLANGE TYPE

 T Trimmed

 TL Trimless 2

[3] LAMP

 MR16 MR16 Halogen

 GU10 GU10 Halogen/LED

[4] FLANGE FINISH

 [Blank] Trimless 2

 01 White

 02 Chrome Plated

 04 Black

 05 Matte Silver

 06 Bronze

 09 Gold Plated

 11 Matte Nickel

 CC Custom Color 3

[5] REFLECTOR FINISH

 BLO Black Open

 NICS Nickel Satin

 SAS Satin Silver

 WHO White Open

 CC Custom Color 3

[6] OPTIONAL MEDIA (2 MAX.)

 [Blank] No Media

 CL Clear 

 EL Elongating

 FRO Frosted

 HC Honeycomb

 PER Perimeter Frosted

 SL Softening

 SPDL Spread

[7] TRIM OPTIONS

 [Blank] No Options

 EXT Extension Clips (Max. 2")

SELECT A HOUSING

[8] HOUSING/CEILING
]˅ [ AURORA TRIM ONLY

 2-020-F Non-I/C

 2-020-F-DA Tall Non-I/C 1

 2-010-IC-AT I/C A/T

 2-012-IC-AT Shallow I/C A/T 4

 2-030-R Remodel 5

[9] FLANGE TYPE

 [BLANK] Trimmed
]˅ [ EXCLUDES 2-030-R HOUSING

 TL Trimless

[10] TRANSFORMER
]˅ [ MR16 LAMP TRANSFORMER

 E Electronic

 E15 Electronic 6

 M Magnetic
]˅ [ GU10 LAMP

 GU10-HAL GU10 Halogen Lamp 7

 GU10-LED GU10 LED 6, 7

[11] VOLTAGE

 120 120V 7

 277 277V

 347 347V 8

[12] HOUSING OPTIONS

 [Blank] No options

 BP Black Painted Interior

 WP White Painted Interior
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MIRO
4" | Incandescent | Order Form  
Order Code Format: 2–520–T–MR16–01-BLO–2-025–F–Q-E–120

PRODUCT NOTES:
1. 2-520 Miro Reflector finish has lamp holder painted black.
2. 2-520 Miro WHO reflector finish has lamp holder painted white.
3. Trimless trims do not require a flange finish.
4. CC custom color requires consultation with Lightheaded sales personnel.
5. 2-017 is only available with E15 and GU10-LED series.

6. E15 and GU10-LED is rated for a maximum 15W, lamp sold separately. Ensure 
lamp and dimmer compatibility with lamp manufacturer.
7. GU10-HAL and GU10-LED is only available in 120V
8. 347 voltage is only available with M magnetic transformer.

SELECT A TRIM

[1] TRIM

 2-520 Miro 1,2

[2] FLANGE TYPE

 T Trimmed

 TL Trimless 3

[3] LAMP

 MR16 MR16 Halogen

 GU10 GU10 Halogen/LED

[4] FLANGE FINISH

 [Blank] Trimless 3

 01 White

 02 Chrome Plated

 04 Black

 05 Matte Silver

 06 Bronze

 09 Gold Plated

 11 Matte Nickel

 CC Custom Color 4

[5] REFLECTOR FINISH

 BLO Black Open

 NICS Nickel Satin

 SAS Satin Silver

 WHO White Open

 CC Custom Color 4

[6] OPTIONAL MEDIA (2 MAX.)

 [Blank] No Media

 CL Clear 

 EL Elongating

 FRO Frosted

 HC Honeycomb

 PER Perimeter Frosted

 SL Softening

 SPDL Spread

[7] TRIM OPTIONS

 [Blank] No Options

 EXT Extension Clips (Max. 2")

SELECT A HOUSING

[8] HOUSING/CEILING

 2-025-F-Q Non-I/C

 2-015-IC-AT-Q I/C A/T

 2-017-IC-AT-Q Shallow I/C A/T 5

[9] FLANGE TYPE

 [BLANK] Trimmed

 TL Trimless 

[10] TRANSFORMER
]˅ [ MR16 LAMP TRANSFORMER

 E Electronic

 E15 Electronic 6

 M Magnetic
]˅ [ GU10 LAMP

 GU10-HAL GU10 Halogen 7

 GU10-LED GU10 LED 6, 7

[11] VOLTAGE

 120 120V 10

 277 277V

 347 347V 11

[12] HOUSING OPTIONS

 [Blank] No options

 BP Black Painted Interior

 WP White Painted Interior
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CEILING CUTOUTS

AURORA & DEEP AURORA

 Ø 4.5" [115 mm]

MIRO

 3.875" [98 mm]

AURORA DIMENSIONS

TRIMMED (MR16)

3" [77mm]

Ø 3 1/2" [89mm] Aperture

Ø 5" [127mm]

35°

TRIMMED (GU10)

3 3/4" [96mm]

Ø 3 1/2" [89mm] Aperture

Ø 5" [127mm]

35°

TRIMLESS (MR16)

3" [76mm]

Ø 3 3/8" [86mm] Aperture

Ø 3 3/4" [95mm]

35°

TRIMLESS (GU10)

3 3/4" [95mm]

Ø 3 3/8" [86mm] Aperture

Ø 3 3/4" [95mm]

35°

DEEP AURORA DIMENSIONS

TRIMMED (MR16)

4" [102mm]

Ø 3 3/8" [86mm] Aperture

Ø 5" [127mm]

TRIMMED (GU10)

4 3/4" [121mm]

Ø 3 3/8" [86mm] Aperture

Ø 5" [127mm]

TRIMLESS (MR16)

4 1/8" [105mm]

Ø 3 3/8" [86mm] Aperture

Ø 3 3/4" [95mm]

TRIMLESS (GU10)

 
Ø 3 3/8" [86mm] Aperture

Ø 3 3/4" [95mm]

4 7/8" [124mm]
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MIRO DIMENSIONS

TRIMMED (MR16)

3" [76mm]

3 1/8" [79mm]

4 5/8" [118mm]

20°

TRIMMED (GU10)

3 3/4" [96mm]

3 1/8" [79mm]

4 5/8" [118mm]

20°

TRIMLESS (MR16)

3 1/4" [83mm]

20°

3 1/8" [79mm]

3 3/8" [86mm]

TRIMLESS (GU10)

4" [102mm]

20°

3 1/8" [79mm]

3 3/8" [86mm]

ROUND WALL WASH 
DIMENSIONS

TRIMMED (MR16)

 

3 3/8" [86mm]

Ø 5" [127mm] 
Ø 3 5/8" [93mm] 

TRIMMED (GU10)

4 5/8" [118mm]

Ø 5" [127mm] 
Ø 3 5/8" [93mm] 

STARLITE  
DIMENSIONS

TRIMMED (MR16)

2 1/2" [64mm]

Ø 5" [127mm] 
Ø 2 5/8" [67mm] 

30°

TRIMMED (GU10)

3 1/4" [83mm]
30°

Ø 5" [127mm] 
Ø 2 5/8" [67mm]  

STARLITE  
DIMENSIONS (CONT.)

TRIMLESS (MR16)

2 1/2" [64mm]

Ø 3 3/4" [95mm] 
Ø 2 5/8" [67mm] 

TRIMLESS (GU10)

 

3 3/8" [86mm]

Ø 3 3/4" [95mm] 
Ø 2 5/8" [67mm] 
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AQUA DIMENSIONS

TRIMMED (MR16)

Ø 5" [127mm] 
Ø 3 3/8" [86mm] 

35°

3 1/4" [83mm]

TRIMMED (GU10)

Ø 5" [127mm] 
Ø 3 3/8" [86mm]  

35°

4" [102mm]

CORONA DIMENSIONS

TRIMMED (MR16)

3 1/2" [90mm]

2" [51mm]

Ø 5" [127mm] 
Ø 4" [102mm] 

TRIMMED (GU10)

 

4 1/4" [108mm]

2" [51mm]

Ø 4" [102mm] 
Ø 5" [127mm] 

NEMO DIMENSIONS

TRIMMED (MR16)

3 1/2" [89mm]

4 5/8" [118mm] 
3" [77mm] 

TRIMMED (GU10)

 
 

4 1/4" [108mm]

4 5/8" [118mm] 
3" [77mm] 

PINHOLE DIMENSIONS

TRIMMED (MR16)

 

3" [76mm]

Ø 5" [127mm] 
Ø 2" [51 mm] 

TRIMMED (GU10)

 

3 3/4" [96mm]

Ø 5" [127mm] 
Ø 2" [51 mm]  

TRIMLESS (MR16)

 

3 1/8" [79mm]

Ø 3 3/4" [95mm] 
Ø 2" [51mm] 

TRIMLESS (GU10)

 

3 7/8" [99mm]

Ø 3 3/4" [96mm] 
Ø 2" [51mm] 

QUADRA WALL WASH

TRIMMED (MR16)

3 1/4" [83mm]

4 5/8" [117mm] 
3" [77mm] 

TRIMMED (GU10)

3 1/4" [83mm]

4 5/8" [117mm] 
3" [77mm] 
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NON-INSULATED HOUSING DIMENSIONS

ROUND (2-020-F)

7 3/4" [197mm]

10 1/2" [267mm]

Min. Clearance  1/2" [13mm] 
MR16 3 1/2" [89mm] 
GU10 4 1/2" [115mm] 

Combustible Material 

ROUND DEEP (2-020-F-DA)

7 3/4" [197mm]

10 1/2" [267mm]

1/2" [13mm] Min. Clearance 
MR16 4 1/2" [115mm]

Combustible Material 

SQUARE (2-025-F-Q)

 

7 3/4" [197mm]

10 1/2" [267mm]

1/2" [13mm] Min. Clearance 
MR16 3 1/2" [89mm] 
GU10 4 1/2" [115mm] 

Combustible Material 

 

INSULATED / AIRTIGHT HOUSING DIMENSIONS

ROUND AIRTIGHT (2-010-IC-AT)

7" [178mm]

13 3/4" [350mm]

10 7/8" [276mm]

SHALLOW ROUND AIRTIGHT (2-012-IC-AT)

5 7/8" [150mm]

22 1/2" [572mm]

8 1/2" [216mm]

SQUARE AIRTIGHT (2-015-IC-AT)

10 7/8" [276mm]

13 3/4" [350mm]

7" [178mm]

 SHALLOW SQUARE AIRTIGHT (2-017-IC-AT)

5 7/8" [150mm]

22 1/2" [572mm]

8 1/2" [216mm]
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REMODEL HOUSINGS

ROUND (2-030-R) MR16

5 1/8" [130mm]

13 1/8" [333mm]

4 1/2" [114mm]

ROUND (2-030-R) GU10

5 1/8" [130mm]

10 1/2" [267mm]

4 1/2" [114mm]
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