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MX BASEPLATE
INSTALLATION 

This product must be installed in accordance with the 
applicable code by a person familiar with the construction 
and operation of the product and the hazards involved. 
Read all of these instructions before installing.

WARNING: Rated for non-insulated ceilings only (non IC rated)
WARNING: Disconnect power prior to servicing or installing.

Mark approximate fixture 
location in ceiling.

Cut open using hole as your 
guide.

MXS1    5 1/4" x 5 1/4"

MXS2    5 1/4" x 10 1/4"

MXS3    5 1/4" x 15 1/4"

MXL1    7 1/4" x 7 1/4"

MXS2    7 1/4" x 14"

MXS3    7 1/4" x 20 3/4"

6 7 8

For wood joists bend end 
tabs 90 degrees, screw into 
place.

For T-Bar ceilings bend end 
tabs 90 degrees to secure 
into place.

4a - Position base plate to 
desired location by sliding 
left/ right or Up/Down.
4b - To line up a row of 
fixtures, use centering holes 
on either side of base plate.

4a

4b

Adjust base plate up or 
down to desired position, 
secure in place by tightening 
wing nuts.

Choose direction hanging 
bars are to be inserted. 
Slide hanging bars onto 
Base.

1

5

32

8a - Use Aircraft Cable and 
hook to suspend Matrix 
fixture while wiring.
8b - See Matrix luminaire 
instruction sheet for 
installation and lamping and 
lens installation.
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This product must be installed in accordance with the 
applicable code by a person familiar with the construction 
and operation of the product and the hazards involved. 
Read all of these instructions before installing.

WARNING: Rated for non-insulated ceilings only (non IC rated)
WARNING: Disconnect power prior to servicing or installing.

MATRIX LARGE/SMALL
MXL/S-T MR16/GU10

TRIMMED INSTALLATION 

2

Compress spring clips tight against housing and push 
into hole until face frame tight with ceiling.

3

Once inside the ceiling, reach inside fixture and push spring 
clips outwards until notches on the clips lock into place.

1

Neutral
Hot
Ground

For all halogen and metal halide models.

a - Using the aircraft cable hook assembly found
on the pre-installed base plate, connect to the 
Matrix fixture to suspend while wiring.

b - Open lid of electrical box enclosure and find
leads. Connect power supply to fixture through 
½" knock outs in top of matrix fixture.  Connect
primary power leads to power supply (ensure
correct voltage is being supplied to fixture). Close 
lid of enclosure.

halogen and 20 watt metal 
halide versions.

39 and 70 watt metal halide
versions.
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This product must be installed in accordance with the 
applicable code by a person familiar with the construction 
and operation of the product and the hazards involved. 
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WARNING: Rated for non-insulated ceilings only (non IC rated)
WARNING: Disconnect power prior to servicing or installing.
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1

Insert trim assembly into 
place and secure with (4) 
captive screws.

2

Apply fibre mesh tape 
(provided) over trimless 
frame edge. Remove excess 
tape. 

Apply thin coat of plaster 
mud onto trimless frame, 
using frame lip as the height 
guide. For best results 
feather mud 12” from hole 
edge.

See MATRIX BASEPLATE 
TRIMMED for basplate 
mounting (steps 1-8). 
Expose mounting hardware 
on base plate. Install 
trimless frame with screws 
provided.

Paint ceiling. Excess paint 
on inside edge of frame may 
restrict the trim from sitting 
flat.

Remove protective 
cardboard cover. Screws not 
required further.

4

Use a small screwdriver or 
straightedge to clean the 
inside edge of the trimless 
frame of any excess drywall 
mud. 

3

To Install an optional glass lens, 
twist counter-clockwise to release 
front ring, turn ring until tabs line 
up & ring drops out. Install glass 
lens into face ring. (Glass Lens 
ordered separately)

8

MATRIX LARGE/SMALL
MXL/S-T MR16/GU10

TRIMLESS INSTALLATION 
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