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4" | Small | Standard LED

The Matrix series of recessed downlights feature independently adjustable heads that
can tilt 25° & rotate 360° with zero lamp cut-off. Each Matrix lamp head rests in a free-
floating cradle, tilting and rotating smoothly on a dual-axis system.

BEAM SPREADS

20° 28° 40°

COLOR TEMPERATURES

Q0000

2700K 3000K 3500K 4000K  Warm Dim
RATINGS PERFORMANCE SUMMARY (PER LAMP)
Color Accuracy (SDCM) <3
L70 Estimate (h) 50,000
Damp warm Color Rendering (CRI) 80 90
Location Dimming Lumen Series
CERTIFICATIONS Source Lumens 1000 800
LED Wattage 9 9
b - Lumen Series
c us g Source Lumens 1800 1400
— LED Wattage 17 17
Intertek 5yr. Warranty
FEATURES PERFORMANCE SUMMARY—WARM DIMMING (PER LAMP)
* @ 2.59" [66mm] Aperture Color Rendering (CRI) 95
« 25°aiming Lumen Series 5
* 360° roFatloh . Source Lumens 1000
« Warm dimming available LED Wattage 12

* Dual axis adjustability system

e Accepts up to 2 media WARM DIMMING METRICS

* Designed for non insulated ceiling types
» Designed for 5/8" drywall application

Warm Dimming

MR16 Halogen

* An unigue clamping mechanism securely fastens the 100%

luminaire into place.

* Rated for non-insulated ceilings to a max ambient

temperature of 45°C (113°F)

FINISHES
1%
3000K
White Black Bronze Matte Matte

Nickel Silver
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MATRIX

4" | Small | Standard LED | Order Form

Order Code Example: MXS-1-T-01-BR0O20-27-8010-D-120-CL-WP

PRODUCT NOTES:

1. Finish refers to the flange, inner box and lamp holders painted black

standard.

2. CC custom color requires consultation with Lightheaded sales personnel.

3. S dimming is only available in 120V.

4. 347 voltage is only available in P dimming.
5. Housing interior is painted black standard.
@ 3000K-1800K Warm Dimming

SELECT A MATRIX

[1] MATRIX
[] MXS-1 Matrix Small 1x1
[] Mxs-2 Matrix Small 1x2
[] MXS-3 Matrix Small 1x3

[2] FLANGE TYPE
[]T Trimmed
[]TL Trimless

[3] CHASSIS & RING FINISH'
[] o1 white

[] 04 Black

[] 05 Matte Silver

|:| 06 Bronze

["] 11 Matte Nickel

[] cc custom Color?

[4] MODULE & BEAM SPREAD
[] BRO20 20° Beam
[] BRO28 28° Beam
[] BRO40O 40° Beam

[5] COLOR TEMPERATURE
[] 27 2700k

[] 30 3000K

[] 35 3500K

[] 40 4000K

[] 3018 3000-1800K @

[6] LUMEN SERIES

[] 8010 80 CRI, 1000 Lumens
[] 9008 90 CRI, 800 Lumens
[] 8018 80 CRI, 1800 Lumens
[] 9014 90 CRI, 1400 Lumens

] 9510 95 CRI, 1000Im, 3 Series @

[7] DIMMING

[ o Dali-2 1%)

|:| LH Lutron Hi-lume EcoSystem
Soft-on Fade-to-Black (1%)

[P 0-10V Dimming (1%) *

[7] P1 eldoLED Dimming (1%)

|:| S Phase Dimming (5%) 3

[8] VOLTAGE
[1120 120V
[ 277 277v
[(] 347 347v*

[9] OPTIONAL MEDIA (2 MAX.)
[] rBlank] No Media

[l cL clear

|:| EL Elongating

[] FRO Frosted

|:| HC Honeycomb

[] PER Perimeter Frosted

|:| SL Softening

[] sPDL Spread

[10] OPTIONS
[] rBlank] No Options
[] wP  White Painted Interior s
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CEILING CUTOUTS

Layout
in
1 1x1 51/4"
2 1x2 51/4"
3 1x3 51/4"

DIMENSIONS

LAYOUT 1 (1X1)

8" [203mm] '
= m

10 1/8" [258mm]

i

6 3/8" [162mm]

10 1/8" [258mm]

P

6 3/8" [162mm]

LAYOUT 2 (1X2)
o

® q
10 '/g" [258mm]

i

63/s" [162mm]

8" [203mm]

14" [356mm]

17/4" [286mm]

LAYOUT3 (1X3)

fo
®

8" [203mm]

=l T 1

10 V/s" [258mm]

fun)

63/s" [162mm)]

19" [482mm]

n ol

16 /¢" [410mm]
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Width

Length
mm in mm
133 51/4" 133
133 10 1/4" 260
133 15 1/4" 387

TRIMLESS LAYOUT 1 (1X1)

10 /" [258mm]

ity

=

41/," [108mm]

TRIMLESS LAYOUT 2 (1X2)

8" [203mm]

10 /¢" [258mm]

iy

B

41/," [108mm]

TRIMLESS LAYOUT 3 (1X3)

8" [203mm]

10 /" [258mm]

B

47/," [108mm]

8" [203mm] :

83/," [223mm]

i 1

M,

41/," [108mm]

14" [356mm]

Er—a

s,

91/," [235mm]

N S S

19" [482mm]

L

14 1/," [362mm]
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