
Minimalist Recessed Standard LED Specs p. 1/14 

Product specifications and dimensions are subject to change without notice 

All rights reserved. © 2024 Lightheaded Lighting Ltd. Rev 2024.04.15 
info@lightheadedlighting.com P. 604.464.5644 T. 1.800.464.9544

1" | Recessed | Standard LED
Our Minimalist range of low glare, micro downlights combine miniaturized luminaires 

with superior performance in an incredibly small, sleek package. Glare is kept 
extremely low by recessing the LED 1" deep.

FIXED

ADJUSTABLE

WALL WASH

FIXED LAYOUTS

TRIMLESS FIXED LAYOUTS

ADJUSTABLE LAYOUTS

WALL WASH LAYOUTS
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MINIMALIST™
1" | Recessed | Standard LED
RATINGS
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CERTIFICATIONS 
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W
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LIMITED

 
5yr. Warranty

FEATURES

•	 1.09" [28mm] Aperture
•	 Damp location listed, wet location optional
•	 25° Tilt with (adjustable trim types)
•	 Ideal spacing 18" end to end and 18" away from the wall 

(Wall Wash trims)
•	 Designed for 0.5"–1.25" ceiling thickness
•	 Anodized black extruded aluminum heat sink
•	 Powder coated trim finishes
•	 Rated for insulated ceilings to a maximum ambient 

temperature of 40°C (104°F)
•	 Rated for non-insulated ceilings to a maximum ambient 

temperature of 45°C (113°F) 
•	 Housings / baseplate with Bi-directional mounting bars 

(sold separately)
•	 Powered by a remodel or remote drivers  

(sold separately)

FLANGE FINISHES

 
White

 
Black

 
Bronze

 
Matte  
Nickel

 
Matte  
Silver

REFLECTOR FINISHES

 
Black 

Specular

 
Silver 
Satin

 
Gold 
Satin

 
White 
Satin

BEAM SPREADS (LXX)

 
12°

 
34°

 
48°

 
Wall Wash

COLOR TEMPERATURES

 
2700K

 
3000K

 
3500K

 
4000K

PERFORMANCE SUMMARY

Color Accuracy (SDCM) <3

L70 Estimate (h) 50,000

Color Rendering (CRI) 90

Layout
Source 
Lumens

Delivered 
Lumens

LED  
Wattage

1x1 220 170 2

1x3 660 560 6
1x5 1100 930 10
1x10 2200 1790 20
1x15 3300 2680 30
2x2 880 720 8
3x3 1980 1580 18

•	 Delivered are lumens based on 3000K color temp.  
48° beam angle.

•	 Lumen values do not apply to wall wash trim.
•	 Refer to IES files for individual product information
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MINIMALIST™
1" | Recessed | Standard LED | Remodel Driver | Order Form 
Order Code Example: MMD–5–T–01–GS–CL–L12–27–9002–RM–DRM–M5–P1–120–MMd–T–5–FP

PRODUCT NOTES:
1. MMA adjustable is available in 5 & 10 layouts.
2. MMD fixed is available in 5, 10, 15 & 9S layouts.
3. MMD wall wash is available in 5, 10 & 15 layouts.
4. CC custom color requires factory consultation.
5. CL glass option is mounted to the trim and is wet location listed when 
selected. Only available in MMD fixed trims.
6. LWW wall wash is only available in trimmed 1x5 & 1x10 & 1x15 layouts.
7. S dimming is only available in 120 voltage.

8. P1 and D dimming are not available with M15 Series layout.
9. 347 volt is only available in P dimming
10. Housing / baseplate is available and can be shipped prior to luminaire.
11. Housing layout must match trim layout.
12. ICP Insulated Airtight and CPP Chicago plenum is not available 1x15 layout. 

 Wet Location. 

 Title 24 JA8 qualified, consult factory for complete listing.

SELECT A TRIM

[1]  MINIMALIST

 MMA Adjustable  1

 MMD Fixed  2

 MMD Wall Wash  3

[2] LAYOUT

 5 1x5  

 10 1x10  

 15 1x15

 9S 3x3  

[3] FLANGE TYPE

 T Trimmed

[4] FLANGE FINISH

 01 White

 04 Black

 05 Matte Silver

 06 Bronze

 11 Matte Nickel

 CC Custom Color 4

[5] REFLECTOR FINISH

 BA Black Specular

 GS Gold Satin

 SS Silver Satin

 WS White Satin

[6] GLASS

 [Blank] No Lens

 CL Clear 5 

[7] MODULE & BEAM SPREAD

 L12 12° Beam

 L34 34° Beam

 L48 48° Beam
]˅ [ WALL WASH TRIMS

 LWW Wall Wash 6

[8]  COLOR TEMPERATURE

 27 2700K

 30 3000K

 35 3500K

 40 4000K

[9] LUMEN SERIES

 9002 90 CRI, 220lm

[10] DRIVER

 RM Remodel Driver

SELECT A DRIVER

[11] DRIVER

 DRM Remodel

[12] LUMEN SERIES

 M5 1x5 Layout

 M10 1x10 Layout

 M15 1x15 Layout

 M9S 3x3 Layout

[13] DIMMING

 D Dali-2 Dimming (1%) 8

 LH Lutron Hi-lume EcoSystem 
Soft-on Fade-to-Black (1%) 

 P 0–10V Dimming (1%)

 P1 0-10V eldoLED Dimming (1%) 8

 S Phase Dimming (1%)

[14] VOLTAGE

 120 120V

 277 277V

 347 347V 9

SELECT A BASEPLATE/HOUSING

[15] HOUSING 10

 MMA Adjustable  

 MMD Fixed  

 MMD Wall Wash  

[16] LAYOUT 11

 5 1x5  

 10 1x10  

 15 1x15

 9S 3x3  

[17] FLANGE TYPE

 T Trimmed

[18] CEILIING

 FP Non-Insulated

 ICP Insulated Airtight  12

 CPP Chicago Plenum 12
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MINIMALIST™
1" | Recessed | Standard LED | Remote Driver | Order Form
Order Code Example: MMD–3–T–01–GS–CL–L12–27–9002–RT–DTM–700–1–A–P1–120–MMD–3–T–FP

PRODUCT NOTES:
1. MMA adjustable is available in trimmed with 1x3, 1x5 & 1x10 layouts.
2. MMD fixed is only available in trimmed with all layouts & trimless with 1x3, 1x5 
& 1x10 layouts.
3. MMD wall wash is only available in trimmed 1x1, 1x3, 1x5 & 1x10 layouts.
4. CC custom color requires factory consultation.
5. CL glass is available with fixed layouts. Glass is mounted to the trim and is 
wet location listed when selected.
6. LWW wall wash is only available in trimmed 1x1, 1x3, 1x5, 1x10 & 1x15 layouts.
7. Refer to remote driver compatibility chart for available configurations and 
dimming combinations. Wiring between fixture and driver by others.

8. S dimming is only available in 120 voltage.
9. 347 volt is only available in P dimming
10. Housing / baseplate is available and can be shipped prior to luminaire.
11. Housing layout must match trim layout.
12. TL trimless is available in 3, 5 & 10 layouts.
13. ICP Insulated Airtight and CPP Chicago plenum is not available 1x15 layout.

 Wet Location. 

 Title 24 JA8 qualified, consult factory for complete listing.  

SELECT A TRIM

[1]  MINIMALIST

 MMA Adjustable  1

 MMD Fixed  2

 MMD Wall Wash  3

[2] LAYOUT

 1 1x1

 3 1x3

 5 1x5

 10 1x10

 15 1x15

 4S 2x2 

 9S 3x3

[3] FLANGE TYPE

 T Trimmed
]˅ [ 1X3, 1X5, 1X10 FIXED LAYOUTS

 TL Trimless

[4] FLANGE FINISH

 01 White

 04 Black

 05 Matte Silver

 06 Bronze

 11 Matte Nickel

 CC Custom Color 4

]˅ [ 1X3, 1X5, 1X10 FIXED LAYOUTS

 [Blank] Trimless

[5] REFLECTOR FINISH

 BA Black Specular

 GS Gold Satin

 SS Silver Satin

 WS White Satin

[6] GLASS

 [Blank] No Lens

 CL Clear 5 

[7] MODULE & BEAM SPREAD

 L12 12° Beam

 L34 34° Beam

 L48 48° Beam
]˅ [ 1X1, 1X3 WALL WASH LAYOUTS

 LWW Wall Wash 6

[8]  COLOR TEMPERATURE

 27 2700K

 30 3000K

 35 3500K

 40 4000K

[9] LUMEN SERIES

 9002 90 CRI, 220lm

[10] DRIVER

 RT Remote Driver

SELECT A DRIVER

[11] DRIVER

 DTM Remote 7

[12] LUMEN SERIES

 700 700mA Constant Current

[13] CHANNEL

 1 1 Channel

[14] CONFIGURATION

 A Configuration A

 B Configuration B

[15] DIMMING

 D Dali-2 Dimming (1%)

 LH Lutron Hi-lume EcoSystem 
Soft-on Fade-to-Black (1%)

 P 0–10V Dimming (1%)

 P1 0-10V eldoLED Dimming (1%)

 S Phase Dimming (1%) 8

[16] VOLTAGE

 120 120V

 277 277V

 347 347V 9

SELECT A BASEPLATE/HOUSING

[17] HOUSING 10

 MMA Adjustable  1

 MMD Fixed  2

 MMD Wall Wash  3

[18] LAYOUT 11

 1 1x1

 3 1x3

 5 1x5

 10 1x10

 15 1x15

 4S 2x2

 9S 3x3 

[19] FLANGE TYPE

 T Trimmed
]˅ [ 1X3, 1X5, 1X10 FIXED LAYOUTS

 TL Trimless 12

[20] CEILIING

 FP Non-Insulated

 ICP Insulated Airtight  13

 CPP Chicago Plenum 13
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FIXED DIMENSIONS

1X1 LAYOUT

1.83" [46mm]

1.72" [44mm]

1X3 LAYOUT

4.125" [107mm]

1.83" [46mm]

2" [51mm]

1X5 LAYOUT

 
6.52" [167mm]

1.83" [46mm]

2" [51mm]

1X10 LAYOUT

1.83" [46mm]

2" [51mm]

12.5" [317mm]

TRIMLESS 1X3 LAYOUT

2" [51mm]

4.18" [106mm]

1.22" [31mm]

TRIMLESS 1X5 LAYOUT

2" [51mm]

6.54" [166mm]

1.22" [31mm]

TRIMLESS 1X10 LAYOUT

 

2" [51mm]

11.80" [300mm]

1.22" [31mm]

1X15 LAYOUT

1.83" [46mm]

2" [51mm]

18.38" [467mm]

2X2 LAYOUT

3" [77mm]

3" [77mm]

2" [51mm]

3X3 LAYOUT

 
4.2" [107mm]

4.2" [107mm]

2" [51mm]
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ADJUSTABLE TRIM DIMENSIONS 

1X3 LAYOUT

 

3.28" [84mm]

4.6" [117mm]

2.88" [73mm]

1X5 LAYOUT

 
6.97" [177mm]

3.28" [84mm]

2.88" [73mm]

1X10 LAYOUT

 

3.28" [83mm]

12.88" [327mm]

2.88" [73mm]

WALL WASH TRIM DIMENSIONS 

1X1 LAYOUT

1.83" [46mm]

1.72" [44mm]
 

1X5 LAYOUT

6.52" [167mm]

2" [51mm]

1.83" [46mm]

1X3 LAYOUT

4.125" [107mm]

2" [51mm]

1.83" [46mm]

 
1X10 LAYOUT

12.5" [317mm]

2" [51mm]

1.83" [46mm]

1X15 LAYOUT

2" [51mm]

18.38" [467mm]

1.83" [46mm]
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CEILING CUTOUTS

FIXED & WALL WASH TRIM

Layout Width Length
Minimum Plenum Height 

(Remodel)
Minimum Plenum Height  

(Remote Driver)

1x1

1.56" [40mm]

1.56" [39mm]

3.75” [96mm] 2.5” [64mm]

1x3 3.94" [100mm]

1x5 6.31" [160mm]

1x10 12.25" [311mm]

1x15 18.13" [460mm]

2X2 2.75" [70mm] 2.75" [70mm]

3X3 3.88" [99mm] 3.88" [99mm]

Note: 2X2 and 3X3 are only available with fixed trim layout.

TRIMLESS FIXED

Layout Width Length
Minimum Plenum Height  

(Remote Driver)

1x3

1.625" [41mm]

4.63" [118mm]

3.13” [80mm]1x5 7" [178mm]

1x10 12.906" [328mm]

ADJUSTABLE TRIM

Layout Width Length
Minimum Plenum Height  

(Remodel Driver)
Minimum Plenum Height  

(Remote Driver)

1x3

3" [76mm]

4.313" [110mm]

3.75” [96mm] 2.5” [64mm]1x5 6.688" [170mm]

1x10 12.625" [321mm]
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FIXED & WALL WASH HOUSING DIMENSIONS

1X1 LAYOUT NON-INSULATED (FP) HOUSING 

8.32" [212mm]

1.5" [38mm]

5.25" [133mm]

1X3 LAYOUT NON-INSULATED (FP) HOUSING 

8.32" [212mm]

1.5" [38mm]

5.25" [133mm]

1X5 LAYOUT NON-INSULATED (FP) HOUSING 

13.82" [351mm]

1.5" [38mm]

5.25" [133mm]

	

	

1X1 LAYOUT INSULATED AIRTIGHT (ICP) &  
CHICAGO PLENUM (CPP) HOUSING

14.3" [364mm]

4.2" [106mm]

7.5" [191mm]

5.8" 
[148mm]

1X3 LAYOUT INSULATED AIRTIGHT (ICP) &  
CHICAGO PLENUM (CPP) HOUSING

14.3" [364mm]

4.75" [121mm]

7.5" [191mm]

5.8" 
[148mm]

1X5 LAYOUT INSULATED AIRTIGHT (ICP) &  
CHICAGO PLENUM (CPP) HOUSING

6.12" [155mm]

2.86"  
[73mm]

14.3" [364mm]

7.5" [191mm]

5.8" 
[148mm]
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FIXED & WALL WASH HOUSING DIMENSIONS (CONTINUED)

1X10 LAYOUT NON-INSULATED (FP) HOUSING

 

16.63" [422mm]

1.5" 
[38mm]

5.25" [133mm]

1X15 LAYOUT NON-INSULATED (FP) HOUSING

22.5" [572mm]

5.25" [133mm]

1.5" 
[38mm]

2X2 LAYOUT NON-INSULATED (FP) HOUSING

8.32" [212mm]

1.5" [38mm]

1.5" [38mm]

8.32" [212mm]

3X3 LAYOUT NON-INSULATED (FP) HOUSING

8.32" [212mm]

1.5" [38mm]

1.5" [38mm]

8.32" [212mm]

1X10 LAYOUT INSULATED AIRTIGHT (ICP) &  
CHICAGO PLENUM (CPP) HOUSING

18.9" [480mm]

10.5" [267mm]

5.8" 
[148mm]

2X2 LAYOUT INSULATED AIRTIGHT (ICP) &  
CHICAGO PLENUM (CPP) HOUSING

14.3" [364mm]

7.5" [191mm]

4.2" [106mm]

5.8" 
[148mm]

3X3 LAYOUT INSULATED AIRTIGHT (ICP) &  
CHICAGO PLENUM (CPP) HOUSING

18.9" [480mm]

10.5" [267mm]

5.25" [133mm]

5.8" 
[148mm]

5.85" [149mm]
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TRIMLESS FIXED BASEPLATE & MUD RING DIMENSIONS

1X3 LAYOUT NON-INSULATED (FP) HOUSING &  
MUD RING

3.43" [87mm]

5.85" [149mm]

3.55" [90mm]

1.5" [38mm]

5.25" [133mm]

8.33" [212mm]

1X5 LAYOUT NON-INSULATED (FP) HOUSING &  
MUD RING 

3.55" [90mm]

8.21" [209mm]

3.43" [87mm]

1.5" [38mm]

5.25" [133mm]

10.63" [270mm]

1X3 LAYOUT INSULATED AIRTIGHT (ICP) &  
CHICAGO PLENUM (CPP) HOUSING & MUD RING

7.5" [191mm]

14.3" [364mm]

4.75" [121mm]

3.43" [87mm]

3.55" 
[90mm]

5.8" 
[148mm]

1X5 LAYOUT INSULATED AIRTIGHT (ICP) &  
CHICAGO PLENUM (CPP) HOUSING & MUD RING

	
	

7.5" 
[191mm]

2.64" 
[67mm]

14.3" [364mm]

5.94" [151mm]

5.85" [149mm]

3.43" [87mm]

3.55" 
[90mm]

5.8" 
[148mm]
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TRIMLESS FIXED BASEPLATE & MUD RING DIMENSIONS (CONTINUED)

1X10 LAYOUT NON-INSULATED (FP) HOUSING &  
MUD RING 

3.55" [90mm]

14.12" [359mm]

3.43" [87mm]

1.5" [38mm]

5.25" [133mm]

16.63" [422mm]

1X10 LAYOUT INSULATED AIRTIGHT (ICP) &  
CHICAGO PLENUM (CPP) HOUSING & MUD RING 

10.5" [267mm]

18.9" [480mm]

14.12" [ 369mm]

3.43" [87mm]

3.55" 
[90mm]

5.8" 
[148mm]

ADJUSTABLE BASEPLATE DIMENSIONS

1X3 LAYOUT NON-INSULATED (FP) HOUSING

9" [228mm]

5.25" 
[133mm]

1.5" [38mm]

1X3 LAYOUT INSULATED AIRTIGHT (ICP) &  
CHICAGO PLENUM (CPP) HOUSING

14.3" [364mm]

4.75" [121mm]

7.5" [191mm]

5.8" 
[148mm]
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ADJUSTABLE BASEPLATE DIMENSIONS (CONTINUED)

1X5 LAYOUT NON-INSULATED (FP) HOUSING

1.5" [38mm]

5.25" 
[133mm]

11.25" [286mm]

1X10 LAYOUT NON-INSULATED (FP) HOUSING

5.25" 
[133mm]

1.5" [38mm]

17.25" [438mm]

1X5 LAYOUT INSULATED AIRTIGHT (ICP) &  
CHICAGO PLENUM (CPP) HOUSING

6.12" [155mm]

2.86"  
[73mm]

14.3" [364mm]

7.5" [191mm]

5.8" 
[148mm]

1X10 LAYOUT INSULATED AIRTIGHT (ICP) &  
CHICAGO PLENUM (CPP) HOUSING

18.9" [480mm]

10.5" [267mm]

5.8" 
[148mm]

DRIVER DIMENSIONS

REMODEL DRIVER

7.41" [188mm]

1.125" [29mm]

3.47" [88mm]

Note: Trimless layouts are only available with Remote driver. 

REMOTE DRIVER

6.5" [165mm]

2.65" [67mm]

3.385" [86mm]
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DRIVER SPECIFICATIONS

REMODEL DRIVER COMPATIBILITY

Trim Driver Type Series Load Unit Notes

MMD-5-T (1x5)
MMA-5-T (1x5)

DRM

M5

1 remodel driver per trim
MMD-10-T (1x10)
MMA-10-T (1x10)

M10

MMD-15-T (1x15) M15

MMD-9S-T (3x3) M9S

Note:  MMD-9S-T (3x3) is only available with fixed trim layout.

REMOTE DRIVER COMPATIBILITY

Trim Driver Type Series CH. Config. *Dimming Type 1, 2 Min Load Units Max Load Units

MMD-1
(1x1)

DTM 700 1
A

D 1 12

LH 4 8

P 3 16

P1 1 12

S 4 12

B LH 8 12

MMA-3
MMD-3
(1x3)

DTM 700 1
A

D 1 4

LH 2 3

P 1 5

P1 1 4

S 2 5

B LH 3 4

MMD-4S
(2x2) DTM 700 1

A

D 1 3

LH 1 2

P 1 4

P1 1 3

S 1 3

B LH 2 3

*Maximum remote mounting distance (Wire length).
1.	LH : 100' USING 12 AWG, 50' USING 14 AWG.
2.	P, P1, D, S : 100' USING 14 AWG, 50' USING 16 AWG.



Minimalist Recessed Standard LED Specs p. 14/14 

Product specifications and dimensions are subject to change without notice 

All rights reserved. © 2024 Lightheaded Lighting Ltd. Rev 2024.04.15 
info@lightheadedlighting.com P. 604.464.5644 T. 1.800.464.9544

DRIVER SPECIFICATIONS (CONTINUED)

REMOTE DRIVER COMPATIBILITY

Trim Driver Type Series CH. Config. *Dimming Type 1, 2 Min Load Units Max Load Units

MMA-5
MMD-5
(1x5)

DTM 700 1
A

D 1 2

LH 1 1

P 1 3

P1 1 2

S 1 3

B LH 2 2

MMD-9S 
(3x3)

DTM 700 1
A

D 1 1

P1 1 1

P 1 1

S 1 1

B LH 1 1

MMA-10
MMD-10

(1x10)
DTM 700 1

A

D 1 1

P1 1 1

P 1 1

S 1 1

B LH 1 1

MMD-15

(1x15)
DTM 700 1 A

P 1 1

S 1 1

*Maximum remote mounting distance (Wire length).
1.	LH : 100' using 12 AWG, 50' using 14 AWG.
2.	P, P1, D, S : 100' using 14 AWG, 50' using 16 AWG.
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