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SPRING CLIP INSTALLATION - NOTE: SMALLER CLIPS ON MMD-T-1

21

3

Rectangular or Square hole cutout

MMA-T-3      3"  x 4 5/16"

MMA-T-5      3"  x 6 11/16"

MMA-T-10    3"  x 12 5/8"

MMD-T-1      1 9/16" x 1 9/16"

MMD-T-3      1 9/16" x 3 15/16"

MMD-T-4S    2 3/4"  x 2 3/4"

MMD-T-5      1 9/16" x 6 5/16"

MMD-T-9S    3 7/8"  x 3 7/8"

MMD-T-10     1 9/16" x 12 1/4"

MMD-T-15     1 9/16" x 18 1/8"

MINIMALIST
MMD-T & MMA-T

TRIMMED INSTALLATION

WARNING: TURN OFF POWER before 
connecting trim. Failure to do

 so may cause LED Failure.

Connect the mating connectors on
the trim and power supply.
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MINIMALIST
MM_-T-FP

DRM/DTM
NON-I/C TRIMMED HOUSING

This product must be installed in accordance with the applicable 
code by a person familiar with the construction and operation of 
the product and the hazards involved. Read all of these 
instructions before installing.

WARNING: Rated for non-insulated ceilings only (non IC rated)

To lock baseplate in place, 
bend tab with pliers over 
hanging bar.

5

Cut open using trim hole as 
your guide. See steps 9-11 
for DRM (remodel) driver. If 
surface mount remodel 
driver see MMS-_FP steps 
9-11.
Caution: Careful attention 
should be made to cutting 
hole for best fit.

Line up bottom edge of 
hanging bars with bottom of 
wood joist and hammer in 
tabs. Nail or screw hanging 
bars into place.

4

Slide hanging bars onto 
assembled base plate.

3

5a — Position trim hole to 
desired location by sliding 
housing 
5b — Use centering holes on 
either side of base plate to 
line up a row of fixtures

5a

5b

Mark approximate fixture 
location in ceiling. Hole 
cutout sizes below.
MMA-T-3    3" x 4 13/32"

MMA-T-5    3" x 6 25/32"

MMA-T-10  3" x 12 11/16"

MMD-T-1    1 9/16" x 1 9/16"

MMD-T-3    1 9/16" x 3 15/16"

MMD-T-4S  2 3/4" x 2 3/4"

MMD-T-5    1 9/16" x 6 5/16"

MMD-T-9S  3 7/8" x 3 7/8"

MMD-T-10   1 9/16" x 12 1/4"

MMD-T-15   1 9/16" x 18 1/8"

7

2a - Horizontal mount use 
provided sheet metal 
screws.
2b - Optional Vertical mount. 
Align holes and use same 
screws.

1a

86

MMS-5       1 23/64" x 4"
MMS-10     1 23/64" x 9 3/16"

1a1a1a1a1a1a1a1a1a1a1a1a1a1a1a1a1a1a1a1a1a1a1a1a1a1a1a1a1a1a1a1a1a1a1a1a1a1a1a1a1a1a2a

1a1a1a1a1a1a1a1a1a1a1a1a1a1a1a1a1a1a1a1a2b

Horizontal mount only. Slide 
and click tabs onto plate. 
Ensure mounting holes line 
up for step 2a.

1



info@lightheadedlighting.com  .  www.lightheadedlighting.com

P. T. F. 604.464.5644   1.800.464.9544   604.464.0888

Minimalist-Install-Instructions • Subject to change without notice • REV 2024.10.30

Install Guide

This product must be installed in accordance with the applicable code by a 
person familiar with the construction and operation of the product and the 
hazards involved. Read all of these instructions before installing.

WARNING: Rated for insulated ceilings. (IC rated)

To lock baseplate in place, 
bend tab with pliers over 
hanging bar.

5

Cut open using trim hole as 
your guide.See steps 9-11 
for DRM (remodel) driver.
Caution: Careful attention 
should be made to cutting 
hole for best fit.

Line up bottom edge of 
hanging bars with bottom of 
wood joist and hammer in 
tabs. Nail or screw hanging 
bars into place.

4

Slide hanging bars onto 
assembled base plate.

3

5a — Position trim hole to 
desired location by sliding 
housing 
5b — Use centering holes on 
either side of base plate to 
line up a row of fixtures

5a

5b

Mark approximate fixture 
location in ceiling. Hole 
cutout sizes below.
MMA-T-3    3" x 4 13/32"

MMA-T-5    3" x 6 25/32"

MMA-T-10  3" x 12 11/16"

MMD-T-1    1 9/16" x 1 9/16"

MMD-T-3    1 9/16" x 3 15/16"

MMD-T-4S  2 3/4" x 2 3/4"

MMD-T-5    1 9/16" x 6 5/16"

MMD-T-9S  3 7/8" x 3 7/8"

MMD-T-10   1 9/16" x 12 1/4"

MMD-T-15   1 9/16" x 18 1/8"

7

Optional Vertical mount. 
Align holes and use same 
screws.

86

MINIMALIST
MM_-T-ICP/CCP

DRM/DTM
I/C & CHICAGO PLENUM

TRIMMED HOUSING

Horizontal mount use 
provided sheet metal 
screws.

1 2



info@lightheadedlighting.com  .  www.lightheadedlighting.com

P. T. F. 604.464.5644   1.800.464.9544   604.464.0888

Minimalist-Install-Instructions • Subject to change without notice • REV 2024.10.30

Install Guide

Rectangular or Square hole cutout

MMD-TL-3      1 5/8"  x 4 5/8"

MMD-TL-5      1 5/8"  x 7"
MMD-TL-10    1 5/8"  x 12 29/32"

MINIMALIST
MMD-TL

TRIMLESS INSTALLATION

WARNING: TURN OFF POWER before 
connecting trim. Failure to do

 so may cause LED Failure.

MAGNET INSTALLATION

21

3

Connect the trim connectors
to wires.
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This product must be installed in accordance with the 
applicable code by a person familiar with the construction 
and operation of the product and the hazards involved. Read 
all of these instructions before installing.

WARNING: Rated for non-insulated ceilings only (non IC rated)

Connect the trim
connectors to wires.

5

Remove cardboard cover.
Use a small screwdriver to 
clean the inside lip of the 
trim collar of any excess 
drywall mud.

4

Apply thin coat of plaster
mud onto trim collar and
fibre mesh, using collar lip
as the height guide. For best 
results feather mud 12" 
from edge to lip

3

Paint ceiling. Excess paint 
on inside edge of ring may 
restrict the trim from sitting 
flat

5 6

Apply supplied fibre mesh
over trim of collar. Insert
cardboard cover into
opening.

See MM_-T-FP/ICP/CPP 
for basplate mounting 
(steps 1-8). After drywall is 
cutout, cut notches to expose 
mounting holes on housing 
baseplate and install trimless 
frame with screws provided.

1 2

MINIMALIST
MM_-TL-FP/ICP/CCP

NON-I/C, I/C &
CHICAGO PLENUM HOUSING

MM_-TL-FP

MM_-TL-ICP/CCP
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MINIMALIST
MMS-_FP

DRM REMODEL DRIVER
NON-I/C HOUSING

SURFACE MOUNT

Leave connector accessible 
for trim connection. 
Remodel shown.

11

See MM_-T-FP/ICP/CPP 
for basplate mounting 
(steps 1-8). Remove lid of J-
Box. Make appropriate 
electrical connection in J-
Box (see wiring diagram). 
Reattach J-Box lid. Push 
junction box through hole. 
Remodel only. 

9 10

Cut notches to expose 
mounting holes on housing 
baseplate. Install mounting 
bracket with screws 
provided and pull wiring 
through hole in bracket.

This product must be installed in accordance with the 
applicable code by a person familiar with the construction 
and operation of the product and the hazards involved. Read 
all of these instructions before installing.

WARNING: Rated for non-insulated ceilings only (non IC rated)

DRIVER SPECIFICATIONS

REMODEL DRIVER COMPATIBILITY 

Trim

MMS-5-T (1x5)

MMS-10-T (1x10)

Driver Type

DRM

Series

M5

M10

Load Unit Notes

1 remodel driver per trim
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This product must be installed in accordance with the 
applicable code by a person familiar with the construction 
and operation of the product and the hazards involved. Read 
all of these instructions before installing.

WARNING: Rated for non-insulated ceilings only (non IC rated)

Leave connector accessible 
for trim connection.

11

Remove lid of J-Box. Make 
appropriate electrical 
connection in J-Box (see 
wiring diagram). Reattach J-
Box lid. Push junction box 
through hole. 

MINIMALIST
DRM REMODEL DRIVER

109

Pull electrical wire through 
newly cutout hole

DRIVER SPECIFICATIONS

REMODEL DRIVER COMPATIBILITY

Trim

MMD-5-T (1x5)

MMA-5-T (1x5)

MMD-10-T (1x10) 

MMA-10-T (1x10)

MMD-15-T (1x15)

MMD-9S-T (3x3)

Driver Type

DRM

Series

M5

M10

M15

M9S

Load Unit Notes

1 remodel driver per trim

Note:  MMD-9S-T (3x3) is only available with fixed trim layout.
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0–10V- Dimming (Pink or Grey)

WARNING

TURN OFF POWER  before connecting LED 

product. Failure to do so will cause IMMEDIATE 

LED FAILURE .

0-10V (P) & 0-10V (P1) DIMMING

PHASE (S) DIMMING

MINIMALIST
DRM REMODEL DRIVER

P, P1 & S WIRING
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WARNING

TURN OFF POWER  before connecting LED 

product. Failure to do so will cause IMMEDIATE 

LED FAILURE .

LUTRON ECOSYSTEM (LH) DIMMING

MINIMALIST
DRM REMODEL DRIVER

D & LH WIRING

INTERNAL HOUSING WIRING

(Cannot be changed)

JUNCTION BOX WIRING

(Connect to 120VAC or  

277VAC, 50/60Hz Input)

Neutral (White)

Hot (Black)

Dali + (Purple)

Dali - (Purple)

Ground

LED 

Module
Driver

LED- (Black)

LED+ (Red)

DALI (D) DIMMING
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This product must be installed in accordance with the 
applicable code by a person familiar with the construction 
and operation of the product and the hazards involved. Read 
all of these instructions before installing.

WARNING: Rated for non-insulated ceilings only (non IC rated)

Mounting dim’s for remote driver case. Mounting holes on 
bottom of case opposite to driver.

6.5" [165mm] 

3.385" [86mm] 

2.65" [88mm] 
4.00" [102mm] 

2.00" [51mm] 

REMOTE DRIVER COMPATABILITY

MINIMALIST
DTM REMOTE DRIVER

Minimalist Recessed Standard LED Specs p. 13/14 
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reserved. © 2024 Lightheaded Lighting Ltd. Rev 2024.04.15  

info@lightheadedlighting.com P. 604.464.5644 T. 1.800.464.9544

Trim Driver Type Series CH. Config.

D

Min Load Units

1

Max Load Units

12

MMD-1

(1x1)

MMA-3 

MMD-3 

(1x3)

MMD-4S

(2x2)

DTM

DTM

DTM

700

700

700

1

1

1

A

B

A

B

A

B

LH

P

P1

S

LH

D

LH

P

P1

S

LH

D

LH

P

P1

S

LH

4

3

1

4

8

1

2

2

8

16

4

4

5

4

4

1. LH : 100' USING 12 AWG, 50' USING 14 AWG.
2. P, P1, D, S : 100' USING 14 AWG, 50' USING 16 AWG.

12

12

12

3

1 5

1

2

3

1 3

1

1

1

1

2

3

3

3
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MINIMALIST
DTM REMOTE DRIVER

Minimalist Recessed Standard LED Specs p. 14/14 
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Trim

MMA-5 

MMD-5 

(1x5)

MMD-9S 

(3x3)

MMA-10

MMD-10

(1x10)

MMD-15

(1x15)

Driver Type

DTM

DTM

DTM

DTM

Series

700

700

700

700

CH.

1

1

1

1

Config.

A

B

A

B

A

B

A

D

LH

P

P1

S

LH

D

P1

P

S

LH

D

P1

P

S

LH

P

S

Min Load Units

2

Max Load Units

2

1

1. LH : 100' using 12 AWG, 50' using 14 AWG.
2. P, P1, D, S : 100' using 14 AWG, 50' using 16 AWG.

REMOTE DRIVER COMPATABILITY

1

1

1

1

1

3

2

3

2

1 1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1
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P/P1-120/277 
SEE TABLE FOR MIN./MAX. LOAD

P/P1

MATING
CONNECTORS

BLACK

BLACK

JUMPER
(IF REQUIRED)

RED

LED 
LUMINAIRE

LED 
LUMINAIRE

SECONDARY SIDE

REDBLACK

120~277VDC
INPUT

HOT

DIM+

DIM-

TO 0-10V DIMMER
OR DIMMING SYSTEM

TO 0-10V DIMMER
OR DIMMING SYSTEM

TO 0-10V DIMMER
OR DIMMING SYSTEM

TO 0-10V DIMMER
OR DIMMING SYSTEM

TO 0-10V DIMMER
OR DIMMING SYSTEM

MATING
CONNECTORS

BLACK

BLACK

JUMPER
(IF REQUIRED)

RED

LED 
LUMINAIRE

LED 
LUMINAIRE

SECONDARY SIDE

REDBLACK

120~277VDC
INPUT

HOT

DIM+

DIM-

TO 0-10V DIMMER
OR DIMMING SYSTEM

TO 0-10V DIMMER
OR DIMMING SYSTEM

TO 0-10V DIMMER
OR DIMMING SYSTEM

TO 0-10V DIMMER
OR DIMMING SYSTEM

TO 0-10V DIMMER
OR DIMMING SYSTEM

DALI/LH

MATING
CONNECTORS

BLACK

BLACK

JUMPER
(IF REQUIRED)

RED

LED 
LUMINAIRE

LED 
LUMINAIRE

SECONDARY SIDE

REDBLACK

120~277VDC
INPUT

HOT

DIM+

DIM-
Hi-Lume 1% Ecosystem

with Soft-on, Fade to Black
or Dali-2 Dimming 1%

Caution: Ensure Driver is switched OFF before 
connecting LED. Failure to do so will cause IMMEDIATE 
LED FAILURE.

CAUTION TO INSTALLER: This LED device is polarity 
sensitive and must be wired in series. Mating connectors 
can only be wired in series, factory made jumper with 
connectors available if necessary.

Wiring must be connected as noted in diagrams below. 
Failure to follow instruction provided will result in damage 
to luminaire.

t  Rated for non-insulated ceilings only
t  Certified as stand alone luminaire
t  For use with approved LED Drivers, refer to LED driver 

specification sheets for compatibility and dimming

S-120
SEE TABLE FOR MIN./MAX. LOAD

S

MATING
CONNECTORS

BLACK

BLACK

JUMPER
(IF REQUIRED)

RED

LED 
LUMINAIRE

LED 
LUMINAIRE

SECONDARY SIDE

REDBLACK

120 VDC
INPUT

HOT

S-ELV DIMMING 10%

DALI/LH-120/277
SEE TABLE FOR MIN./MAX. LOAD

MINIMALIST
DTM REMOTE DRIVER

WIRING
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