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3" | Standard LED
Anything but simple; these streamlined downlights come complete with all the lighting 
options you'd expect from a Lightheaded product. Don't even think about sacrificing 

lighting output, warm dimming, or certifications when specifying these simply 
designed, budget-friendly, luminaires.

 

FIXED DEEP REGRESS

SHALLOW REGRESS

ADJUSTABLE DEEP REGRESS

FIXED WALL WASH

FLUSH MOUNTED LENS
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OPUS ECO
3" | Standard LED
RATINGS
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FEATURES

•	 3" Aperture
•	 40° Vertical tilt (Adjustable trims)
•	 361° Rotation (Adjustable trims)
•	 Suitable for ≥ 2.75" plenums heights
•	 Emergency Battery options require 5.75" plenum
•	 Emergency Battery option provides 7 watts of 

emergency power for 90 minutes
•	 Single piece trims with regressed aperture lens
•	 Damp location listed (with open trim), wet location with 

glass lens option
•	 Dead-front trim when WS option with regressed aperture 

lens is selected
•	 UL2043 Rated enclosures suitable for installation in air 

handling plenums
•	 Media holder and media available with open trim option.
•	 Flag style mounting feet, designed for up to 1.25" ceiling 

thickness standard, optional thick ceiling kit available
•	 Anodized black heat sink
•	 Static CCT, warm dimming and tunable white available
•	 Rated for insulated ceilings to a maximum ambient 

temperature of 40°C (104°F)

FLANGE & REFLECTOR FINISHES

 
White

 
Black

 
Bronze

 
Matte  
Nickel

 
Matte  
Silver

BEAM SPREADS

 
5°

 
70°°

 
20°

 
80°

 
30°

 
Wall Wash

 
40° 60°

COLOR TEMPERATURES

 
2200K

 
Warm Dim

 
2700K

 
Tunable 
White

 
3000K

 
3500K

   
4000K

PERFORMANCE SUMMARY - STATIC WHITE

Color Accuracy (SDCM) <3

L70 Estimate (h) 50,000

Color Rendering (CRI) 80 90

Lumen Series (5°) - 9002

Delivered Lumens - 200

Intensity (cd) - 11,000

LED Wattage - 8

Lumen Series (5°) - 9003

Delivered Lumens - 260

Intensity (cd) - 14,300

LED Wattage - 11

Lumen Series 8010   9008

Source Lumens 1250 1050

Delivered Lumens 975 825

LED Wattage 9 9

Lumen Series 8014 9010

Source Lumens 1700 1425

Delivered Lumens 1375 1150

LED Wattage 13 13

Lumen Series 8018 9014

Source Lumens 2275 1925

Delivered Lumens 1875 1575

LED Wattage 18 18
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OPUS ECO
3" | Standard LED
PERFORMANCE SUMMARY—WARM DIMMING

Color Accuracy (SDCM) <3

L70 Estimate (h) 50,000

Color Rendering (CRI) 95

Lumen Series 9510

Source Lumens 1000

Delivered Lumens 925
LED Wattage 15

 
  

  

    
 

  
 

 
 

  
  

 
 
 
 
 
 

PERFORMANCE SUMMARY - TUNABLE WHITE

Color Accuracy (SDCM) <3

L70 Estimate (h) 50,000

Color Rendering (CRI) 90

Lumen Series 9208

Source Lumens  1000

Delivered Lumens  780
LED Wattage  9
Lumen Series 9210

Source Lumens  1400

Delivered Lumens  1050

LED Wattage  13

Lumen Series 9214

Source Lumens  1800

Delivered Lumens  1360

LED Wattage  16
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OPUS ECO
3" | Standard LED | Trimmed  | Order Form 
***One driver per lamp***
PRODUCT NOTES:
1. E3RWW, E3SWW are not available with WS white satin trim.
2. E3RWW, E3SWW wall wash aperture finish is same as flange finish.
3. L & F flush mounted glass is only available with YA and YF shallow regress trims and OPEN 
regress mounted glass option.
4. WS is one piece satin white polycarbonate trim. Only available on deep regress trims.
5. Dead-Front Trim when WS finish and GSL or GFRO glass options are selected check with 
local codes for compliance.
6. 01, 04, 05, 06, 11 are one piece powder coated aluminum trims.
7. 00 Flange and reflector are a single piece. RWW & SWW trims are two-piece construction.
8. GSL & GFRO lens are attached to the regressed trim aperture and are wet location listed 
when selected.
9. E3RWW and E3SWW wall wash trims must be ordered together with WW glass and BWW 
module beam spread.
10. Field interchangeable beam spread options require consultation with Lightheaded 
personnel.
11. B05 (5° Beam) is only available with 9002 and 9003 Lumen series with 2700, 3000, 3500 
CCT and UNV voltage.
12. B05 (5° Beam) is only available with P1, P0 and D dimming. Not available with EM1 or EM2 
options.
13. 9003 is only available with remote driver option
14. 2200K is only available in 90 CRI.
15. Tunable white is only available in remodel driver
16. Tunable white is only available in P, D and DX dimming with two channel control.
17. Remodel driver included with complete trim order.

18. Remote driver included with complete trim order. Wiring between fixture and driver by 
others.
19. 120 volt is only available in S dimming.
20. UNV volt is only available in P, P1, P0, D, DX & LH dimming.
21. 347 volt is only available in P (0-10V) dimming with remote driver option.
22. EXT extension option is supplied as a kit.
23. Optional Media comes with media holder. Only available with OPEN regress mounted glass 
option.
24. CL media option is not available with 9510, 9208, 9210 or 9214 lumen series.
25. EM1 battery option requires R3P-F-RT- EM1 baseplate option.
26. EM1 & EM2 battery are not available in remodel LH dimming.
27. EM1 & EM2 battery are not available in 347V.
28. EM1 & EM2 battery are not available in SIC or SCP with remodel driver.
29. EM1 & EM2 battery are not available in tunable white.
30. EM1 & EM2 provide 7 watts of emergency power for a minimum of 90 minutes.
31. Housing can be ordered and shipped prior to luminaire. See additional plenum requirements 
on dimensional data page.
32. SIC & SCP are available only with 8010, 9008, 8014, 9010, 9208, 9210 and 9510.
33. SIC & SCP are UL2043 rated enclosures suitable for installation in air handling plenums.
34. Round & Square trim types utilize the same ceiling cutout shape.     

 Wet Location. 
 3000K–1800K Warm Dimming only available in 9510. 
 Tunable white is only available in 9208, 9210 and 9214. 
 Title 24 JA8 qualified, consult factory for complete listing.

SELECT A TRIM

[1] TRIM

 E3RA Round Adjustable Deep Regress

 E3RYA Round Adjustable Shallow Regress

 E3RF Round Fixed Deep Regress

 E3RYF Round Fixed Shallow Regress

 E3RWW Round Fixed Wall Wash 1, 2, 9

 E3SA Square Adjustable Deep Regress

 E3SYA Square Adjustable Shallow Regress

 E3SF Square Fixed Deep Regress

 E3SYF Square Fixed Shallow Regress

 E3SWW Square Fixed Wall Wash 1, 2, 9

[2] FLANGE TYPE

 T  Trimmed 

[3] FLUSH MOUNTED LENS 

 [blank] no lens

 CL Clear Glass Lens  3

 F Frosted Glass Lens  3

[4] FLANGE FINISH

 WS White Satin 4, 5

 01 White 6

 04 Black 6

 05 Matte Silver 6

 06 Bronze 6

 11 Matte Nickel 6

[5] REFLECTOR FINISH

 00 Single Piece Flange 7

[6] REGRESS MOUNTED LENS

 OPEN No Lens

 GSL Softening  8

 GFRO Frosted  8

 WW Wall Wash Trim 9

[7] MODULE & BEAM SPREAD 10

 B05 5° Beam11,12

 B20 20° Beam

 B30 30° Beam

 B40 40° Beam

 B60 60° Beam

 B70 70° Beam

 B80 80° Beam

 BWW Wall Wash 9

[8] COLOR TEMPERATURE 
]˅ [ STATIC WHITE

 22 2200K 14

 27 2700K	

 30 3000K

 35 3500K

 40 4000K
]˅ [ WARM DIMMING

 3018 3000K–1800K 
]˅ [ TUNABLE WHITE
 4018TW 4000K–1800K  15, 16

 6527TW 6500K–2700K  15, 16

[9] LUMEN SERIES
]˅ [ STATIC WHITE

 9002 90 CRI, 11,000cd 11,12

 9003 90 CRI, 14,300cd 11,12,13

 8010 80 CRI, 975lm

 9008 90 CRI,825lm 

 8014 80 CRI, 1375lm

 9010 90 CRI, 1150lm 

 8018 80 CRI, 1875lm

 9014 90 CRI, 1575lm
]˅ [ WARM DIMMING

 9510 95 CRI, 925lm 
]˅ [ TUNABLE WHITE
 9208 90 CRI, 825lm  15, 16

 9210 90 CRI, 1150lm  15, 16

 9214 90 CRI, 1375lm  15, 16

[10] DIMMING

 [blank] Remodel Driver 17

 RT Remote Driver 18

[11] DIMMING
]˅ [ STATIC WHITE & WARM DIMMING

 S Phase Dimming (1%)

 P 0-10V (1%)

 P1 0-10V eldoLED ECOdrive (1%)

 P0 0-10V eldoLED SOLOdrive (0.1%)

 D Dali-2 eldoLED ECOdrive (1%)

 LH Lutron Hi-lume EcoSystem 
Soft-on Fade-to-Black (0.1%)

]˅ [ TUNABLE WHITE

 P 0-10V 2-Channel Control (0.1%) 

 D Dali-2 2-Channel Control (0.1%) 

 DX DMX 2-Channel Control (0.1%) 

[12] VOLTAGE

 120 120V 19		

 UNV 120-277V 20

 347 347 21

[13] OPTIONS

 EXT Thick Ceiling (1.25" - 2.0") 22

[14] OPTIONAL MEDIA (1 MAX) 23

]˅ [ MOUNTED TO LIGHT ENGINE 

 CL Clear 24

 SL Softening

 FRO Frosted

 HC Honeycomb

 SPDL Spread

 EL Elongating

[15] OPTIONAL EMERGENCY

 EM1 7 Watt EM Battery w / 
integral test switch 25, 26, 27, 28, 29, 30

 EM2 7 Watt EM Battery w / 
remote test switch and cover 26, 27, 28,29, 30

SELECT A HOUSING

[16] HOUSING 31

 R3P 3" Baseplate

[17] CEILING

 F Non-Insulated

 SIC Shallow Insulated Airtight  28, 32, 33

 SCP Shallow Chicago Plenum 28, 32, 33

[18] TRIM SHAPE

 R Round 34

[19] FLANGE TYPE

 T Trimmed

[20] OPTIONAL EMERGENCY

 EM1 EM Battery tests switch 25
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OPUS ECO
3" | Standard LED | Trimless  | Order Form 
***One driver per lamp***
PRODUCT NOTES:
1. E3RWW and E3SWW wall wash trims must be ordered together with WW glass and BWW 
module beam spread.
2. GSL & GFRO lens are attached to the regressed trim aperture and are wet location listed 
when selected.
3. Field interchangeable beam spread options require consultation with Lightheaded personnel.
4. B05 (5° Beam) is only available with 9002 and 9003 Lumen series with 2700, 3000, 3500 
CCT and UNV voltage.
5. B05 (5° Beam) is only available with P1, P0 and D dimming. Not available with EM1 or EM2 
options.
6. 9003 is only available with remote driver
7. 2200K is only available in 90 CRI.
8. Tunable white is only available in remodel driver
9. Tunable white is only available in P, D and DX dimming with two channel control.
10. Remodel driver included with complete trim order.
11. Remote driver included with complete trim order. Wiring between fixture and driver by 
others.
12. 120 volt is only available in S dimming.
13. UNV volt is only available in P, P1, P0, D, DX & LH dimming.
14. 347 volt is only available in P (0-10V) dimming with remote driver option.
15. EXT extension option is supplied as a kit.

16. Optional Media comes with media holder. Only available with OPEN regress mounted glass 
option.
17. CL media option is not available with 9510, 9208, 9210 or 9214 lumen series.
18. EM1 battery option requires R3P-F-RT- EM1 baseplate option.
19. EM1 & EM2 battery are not available in remodel LH dimming.
20. EM1 & EM2 battery are not available in Tunable White.
21. EM1 & EM2 battery are not available in IC or CP with remodel driver.
22. EM1 & EM2 battery are not available in tunable white.
23. EM1 & EM2 provide 7 watts of emergency power for a minimum of 90 minutes.
24. EM1 & EM2 battery are not available in 347V 
25. Housing can be ordered and shipped prior to luminaire. See additional plenum requirements 
on dimensional data page.
26. IC & CP are available only with 8010, 9008, 8014, 9010, 9208, 9210 and 9510.
27. IC & CP are UL2043 rated enclosures suitable for installation in air handling plenums.
28. Round & Square trim types utilize the same ceiling cutout shape. 

  Wet Location. 
 3000K–1800K Warm Dimming only available in 9510. 
 Tunable white is only available in 9208, 9210 and 9214. 
 Title 24 JA8 qualified, consult factory for complete listing.

SELECT A TRIM

[1] TRIM

 E3RA Round Adjustable Deep Regress

 E3RYA Round Adjustable Shallow Regress

 E3RF Round Fixed Deep Regress

 E3RYF Round Fixed Shallow Regress

 E3RWW Round Fixed Wall Wash 1

 E3SA Square Adjustable Deep Regress

 E3SYA Square Adjustable Shallow Regress

 E3SF Square Fixed Deep Regress

 E3SYF Square Fixed Shallow Regress

 E3SWW Square Fixed Wall Wash 1

[2] FLANGE TYPE

 TL  Trimless 

[3] FINISH

 01 White

 04 Black 

 05 Matte Silver 

 06 Bronze 

 11 Matte Nickel 

[4] REGRESS MOUNTED LENS

 OPEN No Lens

 GSL Softening  2

 GFRO Frosted  2

 WW Wall Wash Trim 1

[5] MODULE & BEAM SPREAD3

 B05 5° Beam4,5

 B20 20° Beam

 B30 30° Beam

 B40 40° Beam

 B60 60° Beam

 B70 70° Beam

 B80 80° Beam

 BWW Wall Wash 1

[6] COLOR TEMPERATURE 
]˅ [ STATIC WHITE

 22 2200K 7

 27 2700K	

 30 3000K

 35 3500K

 40 4000K
]˅ [ WARM DIMMING

 3018 3000K–1800K 

]˅ [ TUNABLE WHITE
 4018TW 4000K–1800K  8,9

 6527TW 6500K–2700K  8,9

[7] LUMEN SERIES
]˅ [ STATIC WHITE

 9002 90 CRI, 11,000cd4,5

 9003 90 CRI, 14,300cd4,5,6

 8010 80 CRI, 975lm

 9008 90 CRI,825lm 

 8014 80 CRI, 1375lm

 9010 90 CRI, 1150lm 

 8018 80 CRI, 1875lm

 9014 90 CRI, 1575lm
]˅ [ WARM DIMMING

 9510 95 CRI, 925lm 

]˅ [ TUNABLE WHITE
 9208 90 CRI, 825lm  8,9

 9210 90 CRI, 1150lm  8,9

 9214 90 CRI, 1375lm  8,9

[8] DIMMING

 [blank] Remodel Driver 10

 RT Remote Driver 11

[9] DIMMING
]˅ [ STATIC WHITE & WARM DIMMING

 S Phase Dimming (1%)

 P 0-10V (1%)

 P1 0-10V eldoLED ECOdrive (1%)

 P0 0-10V eldoLED SOLOdrive (0.1%)

 D Dali-2 eldoLED ECOdrive (1%)

 LH Lutron Hi-lume EcoSystem Soft-on 
Fade-to-Black (0.1%)

]˅ [ TUNABLE WHITE

 P 0-10V 2-Channel Control (0.1%) 

 D Dali-2 2-Channel Control (0.1%) 

 DX DMX 2-Channel Control (0.1%) 

[10] VOLTAGE

 120 120V 12		

 UNV 120-277V 13

 347 347 14

[11] OPTIONS

 EXT Thick Ceiling (1.25" - 2.0") 15

[12] OPTIONAL MEDIA (1 MAX) 16

]˅ [ MOUNTED TO LIGHT ENGINE 

 CL Clear 17

 SL Softening

 FRO Frosted

 HC Honeycomb

 SPDL Spread

 EL Elongating

[13] OPTIONAL EMERGENCY

 EM1 7 Watt EM Battery w / integral test 
switch 18, 19, 20, 21,22, 23, 24

 EM2 7 Watt EM Battery w / remote test 
switch and cover 19, 20, 21,22, 23, 24

SELECT A HOUSING

[14] HOUSING 25

 R3P 3" Baseplate

[15] CEILING

 F Non-Insulated

 IC Insulated Airtight  21, 26, 27

 CP Chicago Plenum 21, 26, 27

[16] TRIM SHAPE

 R Round 28

[17] FLANGE TYPE

 T Trimless

[18] OPTIONAL EMERGENCY

 EM1 EM Battery tests switch 18
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OPUS ECO
3" | Standard LED | Wood Trimless  | Order Form 
***One driver per lamp***
PRODUCT NOTES:
1. See table for tilt information.
2. E3RWW and E3SWW wall wash trims must be ordered together with WW glass and BWW 
module beam spread.
3. GSL & GFRO lens are attached to the regressed trim aperture and are wet location listed 
when selected.
4. Field interchangeable beam spread options require consultation with Lightheaded personnel.
5. B05 (5° Beam) is only available with 9002 and 9003 Lumen series with 2700, 3000, 3500 
CCT and UNV voltage.
6. B05 (5° Beam) is only available with P1, P0 and D dimming. Not available with EM1 or EM2 
options.
7. 9003 is only available with remote driver
8. 2200K is only available in 90 CRI.
9. Tunable white is only available in remodel driver
10. Tunable white is only available in P, D and DX dimming with two channel control.
11. Remodel driver included with complete trim order.
12. Remote driver included with complete trim order. Wiring between fixture and driver by 
others.
13. 120 volt is only available in S dimming. 
14. UNV volt is only available in P, P1, P0, D, DX & LH dimming.
15. 347 volt is only available in P (0-10V) dimming with remote driver option.
16. Optional Media comes with media holder. Only available with OPEN regress mounted glass 

option.
17. CL media option is not available with 9510, 9208, 9210 or 9214 lumen series.
18. EM1 battery is only available in Remodel driver option and requires R3PFRTLW-EM1 or R3P-
FSTLW-EM baseplate.
19. EM1 & EM2 battery are not available in remodel LH dimming.
20. EM1 & EM2 battery are not available in Tunable White.
21. EM1 & EM2 battery are not available in IC or CP with remodel driver.
22. EM1 & EM2 battery are not available in tunable white.
23. EM1 & EM2 provide 7 watts of emergency power for a minimum of 90 minutes.
24. EM1 & EM2 require a minimum of 5.75" [147mm] plenum height.
25. EM1 & EM2 battery are not available in 347V 
26. Housing can be ordered and shipped prior to luminaire. See additional plenum 
requirements on dimensional data page.
27. IC & CP are available only with 8010, 9008, 8014, 9010, 9208, 9210 and 9510.
28. IC & CP are UL2043 rated enclosures suitable for installation in air handling plenums.
29. Housing shape must match trim shape. 

  Wet Location. 
 3000K–1800K Warm Dimming only available in 9510. 
 Tunable white is only available in 9208, 9210 and 9214. 
 Title 24 JA8 qualified, consult factory for complete listing.

SELECT A TRIM

[1] TRIM

 E3RA Round Adjustable Deep Regress 1

 E3RYA Round Adjustable Shallow Regress 1

 E3RF Round Fixed Deep Regress

 E3RYF Round Fixed Shallow Regress

 E3RWW Round Fixed Wall Wash 2

 E3SA Square Adjustable Deep Regress 1

 E3SYA Square Adjustable Shallow Regress 1

 E3SF Square Fixed Deep Regress

 E3SYF Square Fixed Shallow Regress

 E3SWW Square Fixed Wall Wash 2

[2] FLANGE TYPE

 TLW Wood Trimless

[3] FINISH

 01 White

 04 Black

 05 Matte Silver

 06 Bronze

 11 Matte Nickel

[4] REGRESS MOUNTED LENS

 OPEN No Lens

 GSL Softening  3

 GFRO Frosted  3

 WW Wall Wash Trim 2

[5] MODULE & BEAM SPREAD 4

 B05 5° Beam5,6

 B20 20° Beam

 B30 30° Beam

 B40 40° Beam

 B60 60° Beam

 B70 70° Beam

 B80 80° Beam

 BWW Wall Wash 2

[6] COLOR TEMPERATURE 
]˅ [ STATIC WHITE

 22 2200K 8

 27 2700K	

 30 3000K

 35 3500K

 40 4000K
]˅ [ WARM DIMMING

 3018 3000K–1800K 

]˅ [ TUNABLE WHITE
 4018TW 4000K–1800K  9, 10

 6527TW 6500K–2700K  9, 10

[7] LUMEN SERIES
]˅ [ STATIC WHITE

 9002 90 CRI, 11,000cd5,6

 9003 90 CRI, 14,300cd5,6,7

 8010 80 CRI, 975lm

 9008 90 CRI,825lm 

 8014 80 CRI, 1375lm

 9010 90 CRI, 1150lm 

 8018 80 CRI, 1875lm

 9014 90 CRI, 1575lm
]˅ [ WARM DIMMING

 9510 95 CRI, 925lm 

]˅ [ TUNABLE WHITE
 9208 90 CRI, 825lm  9,10

 9210 90 CRI, 1150lm  9,10

 9214 90 CRI, 1375lm  9,10

[8] DIMMING

 [blank] Remodel Driver 11

 RT Remote Driver 12

[9] DIMMING
]˅ [ STATIC WHITE & WARM DIMMING

 S Phase Dimming (1%)

 P 0-10V (1%)

 P1 0-10V eldoLED ECOdrive (1%)

 P0 0-10V eldoLED SOLOdrive (0.1%)

 D Dali-2 eldoLED ECOdrive (1%)

 LH Lutron Hi-lume EcoSystem Soft-on 
Fade-to-Black (0.1%)

]˅ [ TUNABLE WHITE

 P 0-10V 2-Channel Control (0.1%) 

 D Dali-2 2-Channel Control (0.1%) 

 DX DMX 2-Channel Control (0.1%) 

[10] VOLTAGE

 120 120V 13		

 UNV 120-277V 14

 347 347V 15

[11] CEILING THICKESS

 1 0.5" to 0.75" Ceiling thickness 1

 2 0.75" to 1.0" Ceiling thickness 1

 3 1.0" to 1.25" Ceiling thickness 1

 4 1.25" to 2.5" Ceiling thickness 1

[12] OPTIONAL MEDIA (1 MAX) 16

]˅ [ MOUNTED TO LIGHT ENGINE 

 CL Clear 17

 SL Softening

 FRO Frosted

 HC Honeycomb

 SPDL Spread

 EL Elongating

[13] OPTIONAL EMERGENCY

 EM1 7 Watt EM Battery w / integral test 
switch 18,19,20,21,22,23,24, 25

 EM2 7 Watt EM Battery w / remote test 
switch and cover 19,20,21,22,23,24, 25

SELECT A HOUSING

[14] HOUSING 26

 R3P 3" Baseplate

[15] CEILING

 F Non-Insulated

 IC Insulated Airtight  22,27,28

 CP Chicago Plenum  22,27,28

[16] TRIM SHAPE

 R Round 29

 S Square 29

[17] FLANGE TYPE

 TLW Wood Trimless

[18] OPTIONAL EMERGENCY

 EM1 EM Battery tests switch 18,25
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OPUS ECO
Accessories | Emergency Inverter | Order Form 
PRODUCT NOTES:
1.  Consult factory for additional information 

SELECT A EMERGENCY INVERTER

[1] EMERGENCY INVERTER
 ACI Emergency Lighting Inverter 

w/0-10V Auto dimming 

[2] WATTAGE

 7  7 Watts Output in EM Mode,  
35 Watts Total Load in Normal Mode

 10 10 Watts Output in EM Mode, 

50 Watts Total Load in Normal Mode

 25 25 Watts Output in EM Mode, 
75 Watts Total Load in Normal Mode

 35 35 Watts Output in EM Mode, 
105 Watts Total Load in Normal Mode

 50 50 Watts Output in EM Mode, 
150 Watts Total Load  in Normal Mode

 100 100 Watts Output in EM Mode, 
300 Watts Total Load in Normal Mode

[3] VOLTAGE	

 UNV 120-277V 

[4] OPTIONS

 TSE10 Test switch extension 10'

 TSE50 Test switch extension 50'

SPECS

•	 Maintains output voltage regulation over the full 
90-minute runtime		

•	 Pure Sine Wave output		
•	 Emergency lighting inverter contains a lithium iron 

phosphate (LiFePO4) battery		
•	 Suitable for indoor and damp locations.	
•	 Suitable for plenum space mounting in close proximity 

to the luminaire or for remote mounting up to 300 
ft. distance using 18 AWG wire. Further distances are 
possible with larger guage wire		

•	 Test switch wiring can be extended up to 50’

* Consult factory for additional technical details

FEATURES

•	 Features an automatic dimming control (0-10 Vdc) circuit 
that greatly expands the utilization of this Emergency 
Inverter		

•	 When the inverter’s 0-10 Vdc dimming circuit is 
connected to the 0-10 Vdc dimming control input of 
a 0-10 Vdc dimmable LED driver, and the inverter is 
in emergency-mode, the inverter’s 0-10 Vdc dimming 
circuit controls the dimmable LED driver’s power level. 
This feature allows the inverter to be connected to a 
single fixture or multiple parallel connected fixtures 
where the total power in normal-mode could exceed the 
total power in EM mode. The inverter will automatically 
adjust the 0-10 Vdc dimming circuit voltage level of each 
fixture so that the total load on the inverter does not 
exceed the maximum EM mode

EMERGENCY INVERTER DIMENSIONS

M

W

H

L

Part Number
Output in EM 

Mode
Total Load in 
Normal Mode

Length (L) Mounting (M) Height (H) Width (W)

ACI-7-UNV 7 Watts 35 Watts 15.36" [390mm] 15.04" [382mm] 1.3" [33mm] 2.25" [57mm]

ACI-10-UNV 10 Watts 50 Watts 15.36" [390mm] 15.04" [382mm] 1.3" [33mm] 2.25" [57mm]

ACI-25-UNV 25 Watts 75 Watts 20.67" [525mm] 20.28" [515mm] 2.05" [52mm] 2.25" [57mm]

ACI-35-UNV 35 Watts 105 Watts 20.67" [525mm] 20.28" [515mm] 2.05" [52mm] 2.25" [57mm]

ACI-50-UNV 50 Watts 150 Watts 20.67" [525mm] 20.28" [515mm] 2.05" [52mm] 2.25" [57mm]

ACI-100-UNV 100 Watts 300 Watts 19.50" [495mm] 19.09" [485mm] 2.2" [56mm] 3.35" [85mm]
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ROUND DIMENSIONS

ADJUSTABLE DEEP REGRESS

1.35" 
[34mm]

Ø 4.50" [114mm]
Ø 3.15" [80mm]

FIXED DEEP REGRESS

1.35" 
[34mm]

Ø 4.50" [114mm]
Ø 3.15" [80mm]

FIXED WALL WASH

Ø 4.50" [114mm]
Ø 3.35" [85mm] 0.81" [21mm]

FIXED SHALLOW REGRESS

Ø 4.50" [114mm]
Ø 3.15" [80mm] 0.95" [24mm]

SQUARE DIMENSIONS

ADJUSTABLE DEEP REGRESS

2.86" [73mm]
4.25" [108mm] 1.35" 

[34mm]

FIXED DEEP REGRESS

1.26" 
[32mm]

2.9" [74mm]
4.25" [108mm]

FIXED WALL WASH

Ø 4.25" [108mm]
Ø 3.04" [77mm] 0.81" [21mm]

FIXED SHALLOW REGRESS

0.95" [24mm]
2.9" [74mm]

4.25" [108mm]

TRIMLESS/WOOD TRIMLESS ROUND DIMENSIONS

1.35" 
[34mm]

Ø 3.3"  
[84mm]

1.35" 
[34mm]

Ø 3.3"  
[84mm]

 
0.81" 
[21mm]

Ø 3.3"  
[84mm]

 
0.95"  
[24mm]

Ø 3.3"  
[84mm]

TRIMLESS/WOOD TRIMLESS SQUARE DIMENSIONS

1.35" 
[34mm]

3.03" 
[77mm]

1.26" 
[32mm]

3.03" 
[77mm]

0.81" 
[21mm]

3.03" 
[77mm]

 
0.95" 
[24mm]

3.03" 
[77mm]
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CEILING CUTOUTS

TRIMMED /TRIMLESS ROUND

 Ø 3.875" [98 mm]

WOOD TRIMLESS ROUND

 Ø 3.50" [88.9mm]

TRIMMED /TRIMLESS SQUARE

 Ø 3.875" [98 mm]

WOOD TRIMLESS SQUARE

 3.25" [83mm]

LIGHT ENGINE DIMENSIONS

FIXED & WALL WASH TRIM & TRIMLESS TRIM

2.89" 
[73mm]

2.39" [61mm]

0.5" [13mm] 
minimum

FIXED & WALL WASH WOOD TRIMLESS

2.75" 
[69.8mm]
Wood 
thickness

ADJUSTABLE TRIM & TRIMLESS TRIM

2.70" [69mm]
40°

0.5" [13mm] 
minimum

3.2" 
[87mm]

ADJUSTABLE WOOD TRIMLESS

2.91" 
[73.8mm]

Wood 
thickness

*See 
table2.897" 

[73.6mm]

Wood 
thickness

0°

ADJUSTABLE ROUND/SQUARE WOOD TRIMLESS VARIANCES ON TILT WITH WOOD CEILING THICKNESS

Ceiling thickness (Inches) Round Maximum tilt (Degree) Square Maximum tilt (Degree)

0.50 25 20

0.75 20 15

1.00 15 12

1.25 9 5

1.50 8 5

1.75 6 5

2.0 6 5

2.25 5 5

2.5 5 5

NON-INSULATED (F) HOUSING DIMENSIONS

ROUND & SQUARE TRIMMED / TRIMLESS

 

7.5" [191mm]

Ø3.875"  
[98mm]

8"  
[203mm]

ROUND WOOD TRIMLESS

7.5" [191mm]

Ø 3.5"  
[89mm]

8"  
[203mm]

SQUARE WOOD TRIMLESS

7.5" [191mm]

3.28"  
[83mm]

8"  
[203mm]
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NON-INSULATED (F)—HOUSING DIMENSIONS (EM1)

ROUND & SQUARE TRIMMED / TRIMLESS

8.32" [211mm]

Ø3.875"  
[98mm]

6.8"  
[173mm]

ROUND WOOD TRIMLESS

8.32" [211mm]

Ø3.875"  
[98mm]

6.8"  
[173mm]

SQUARE WOOD TRIMLESS

8.32" [211mm]

Ø3.875"  
[98mm]

6.8"  
[173mm]

REMOTE TEST COVER DIMENSIONS (EM2)

2.8" [70.6mm]

4.55" [116mm]

0.21" [5.4mm]

SHALLOW INSULATED AIRTIGHT (SIC) HOUSING 
DIMENSIONS

*Suitable for installation in 0.5" [13mm] to 1.0" [25mm] 
ceiling thicknesses. 

2.75"  
[70mm]

9.35" [237mm]

5.25" (133mm)

18.85" [479mm]

 

CHICAGO PLENUM (SCP) HOUSING DIMENSIONS

*Suitable for installation in 0.5" [13mm] to 1.0" [25mm] 
ceiling thicknesses.

2.75"  
[70mm]

9.35" [237mm]

8.5" (216mm)

18.85" [479mm]
 

INSULATED AIRTIGHT (IC)—ROUND & SQUARE HOUSING DIMENSIONS

ROUND WOOD TRIMLESS

9.75" 
[248mm]

5.8"  
[147mm]

5.25" (133mm)

18.85" (479mm)

SQUARE WOOD TRIMLESS

9.75" 
[248mm]

5.25" (133mm)

18.85" (479mm)

5.8"  
[147mm]
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CHICAGO PLENUM (CP)—ROUND & SQUARE HOUSING DIMENSIONS

ROUND WOOD TRIMLESS

5.8"  
[147mm]

9.75" 
[248mm]

8.5" (216mm)

18.85" (479mm)

SQUARE WOOD TRIMLESS

5.8"  
[147mm]

9.75" 
[248mm]

8.5" (216mm)

18.85" (479mm)

DRIVER DIMENSIONS

REMODEL DRIVER

8" [203mm]

2.439" [62mm]

2.163" [55mm]

*Minimum Required Plenum Height 2.75" [70mm] for 0.5" 
[13mm] to 1.0" [25mm] thick ceilings.

REMOTE DRIVER

6.5" [165mm]

2.65" [67mm]

3.385" [86mm]

*Maximum remote mounting distance (Wire length).
1.	 LH : 100' using 12 AWG, 50' using 14 AWG.
2.	P, P1, P0, D,  S : 100' using 14 AWG, 50' using 16 AWG.
3.	Remote driver included in trim part number.

REMODEL DRIVER (EM)

1.55" 
[39.4mm]

2.08" 
[52.8mm]

2.35"  
[59.6mm]

2.79" 
[70.9mm]

15" [379.3mm]

*Minimum Required Plenum Height 5.75" [147mm] for 0.5" 
[13mm] to 1.0" [25mm] thick ceilings.
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