
We keep squeezing  
more lumens out  
 of ContortionistTM



Our ContortionistTM series of  
hot adjustables twist & turn in ways 

you'll need to see to believe.

TWIST LOCKING 
LIGHT ENGINE

 

UP TO 2 OPTIONAL 
MEDIA LENSES

 

 

INTERCHANGEABLE 
REFLECTORS

 

SMOOTH THREADED 
MEDIA HOLDER



REMOVABLE 
LIGHT 

ENGINE

HOT  
ADJUSTABLE

40° TILT 
[ LOCKABLE ]

362° ROTATION 
[ LOCKABLE ]

PRECISION 
AIMING

These dual axis marvels of flexibility can tilt 
and rotate with minimal light cutoff—which 

means—you can aim light precisely where it's 
needed. Engineered as a three piece system, 
the trim, light engine, and housing configures 

to specific lighting needs.



Our ContortionistTM downlights are available in 
up to 2300 lumens. The ultra thin (2mm) die 

cast trim tucks neatly against the ceiling while 
providing off-vertical rotating adjustability 
within a 40° angle of view. Conforming to 

national safety and regulatory requirements, 
the ContortionistTM Architectural Recessed 
Downlight is guaranteed to provide quality 

lighting well into the future.



 

Light Engines 
Bridgelux, Lumenetix, Xicato

Trim Class 
4"

Ceiling Types 
Non-Insulated, Insulated

Lumen Range 
700–2300lm

Color Temperatures 
3000K–1800K (Warm Dim),  

2700K, 3000K, 3500K, 4000K, Beauty, Vibrant

Adjustability 
40° Tilt, 362° Rotation

Dimming 
0–10V, Dali, ELV,  

Phase, Lutron

Beam Angles 
20°, 28°, 40°, 60°

Flange Colors 
 

    

CRI 
80, 83, 90, 98

Reflector Colors 
 

    

TRIMLESS +  
WOOD TRIMLESS

TRIMMED

ADJUSTABLE FIXED PINHOLEWALL WASH



www.lightheadedlighting.com/contortionist
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E. info@lightheadedlighting.com


